This

device

complies with

Part 15 of the FCC

Rules. Operation is

subject to the following

two conditions: (1) this

device may not cause

harmful interference, and (2)

this device must accept any

interference received, including

interference that may cause
undesired operation.

Floodlight Cam E340 (@D

Model:T8425
CAN ICES-003(B)/NMB-003(B)
1C:23451-T8425
AC Input: 100-240V~ 50/60Hz
0.35A LED POWER:22W

USB Input:5V=2A

10W Ta:40C

FCC ID:2AOKB-T8425

Room 1318-19,Hollywood

Plaza,610NathanRoad,
Mongkok,Kowloon,

Anker Innovations
Limited
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SUITABLE FOR
OPERATION IN AMBIENT
NOTEXCEEDING 40°C
PEUT ETRE UTILISE A UNE
TEMPERATUREAMBIANTE
N'EXCEDANT PAS 40°C
SUITABLE FOR DAMP
LOCATIONS CONVIENTAUX
EMPLACEMENTS HUMIDES
WALL MOUNT OR COVERED
CEILING MOUNT ONLY
INSTALLATION MURALE
OU INSTALLATION SUR
PLAFOND COUVERT
SEULEMENT

MIN 90°C SUPPLY
CONDUCTORS LES

FILS D’ALIMENT

ATION 90°C MIN

CAUTION - RISK OF FIRE
ATTENTION - RISQUE D’INCENDIE
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Made in China

4— SCAN DURING SETUP

SNEXXXXXXXXXXXXXXXX
MACXXXXXXXXXX:XX

NNz






