
 

Report No.: RFBEDW-WTW-P24070638-4 Page No. 725 / 952 Report Format Version: 7.1.0
 

 

 

NR n78 SCS 30 kHz (3.45 GHz ~ 3.55 GHz) - MIMO-Ant 0, Channel Bandwidth: 25 MHz 

CH 630834 (3462.51 MHz) 

1 RB FULL RB 

CH 635832 (3537.48 MHz) 

1 RB FULL RB 
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NR n78 SCS 30 kHz (3.45 GHz ~ 3.55 GHz) - MIMO-Ant 0, Channel Bandwidth: 30 MHz 

CH 631000 (3465 MHz) 

CH 633334 (3500.01 MHz) 

CH 635666 (3534.99 MHz) 

Note: The signal at 9 kHz is IF signal from spectrum analyzer. 
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NR n78 SCS 30 kHz (3.45 GHz ~ 3.55 GHz) - MIMO-Ant 0, Channel Bandwidth: 30 MHz 

CH 631000 (3465 MHz) 

1 RB FULL RB 

CH 635666 (3534.99 MHz) 

1 RB FULL RB 
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NR n78 SCS 30 kHz (3.45 GHz ~ 3.55 GHz) - MIMO-Ant 0, Channel Bandwidth: 40 MHz 

CH 631334 (3470.01 MHz) 

CH 633334 (3500.01 MHz) 

CH 635332 (3529.98 MHz) 

Note: The signal at 9 kHz is IF signal from spectrum analyzer. 
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NR n78 SCS 30 kHz (3.45 GHz ~ 3.55 GHz) - MIMO-Ant 0, Channel Bandwidth: 40 MHz 

CH 631334 (3470.01 MHz) 

1 RB FULL RB 

CH 635332 (3529.98 MHz) 

1 RB FULL RB 
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NR n78 SCS 30 kHz (3.45 GHz ~ 3.55 GHz) - MIMO-Ant 0, Channel Bandwidth: 50 MHz 

CH 631668 (3475.02 MHz) 

CH 633334 (3500.01 MHz) 

CH 635000 (3525 MHz) 

Note: The signal at 9 kHz is IF signal from spectrum analyzer. 
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NR n78 SCS 30 kHz (3.45 GHz ~ 3.55 GHz) - MIMO-Ant 0, Channel Bandwidth: 50 MHz 

CH 631668 (3475.02 MHz) 

1 RB FULL RB 

CH 635000 (3525 MHz) 

1 RB FULL RB 
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NR n78 SCS 30 kHz (3.45 GHz ~ 3.55 GHz) - MIMO-Ant 0, Channel Bandwidth: 60 MHz 

CH 632000 (3480 MHz) 

CH 633334 (3500.01 MHz) 

CH 634666 (3519.99 MHz) 

Note: The signal at 9 kHz is IF signal from spectrum analyzer. 
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