
Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/12/25 

#01_WCDMA II_RMC 12.2Kbps_Bottom Face_11mm_Ch9262

Communication System: WCDMA; Frequency: 1852.4 MHz;Duty Cycle: 1:1

Medium: MSL_1900_151225 Medium parameters used: f = 1852.4 MHz; σ = 1.527 mho/m; εr = 

54.885; ρ = 1000 kg/m3

23.4 22.4 

DASY5 Configuration:

- Probe: EX3DV4 - SN3697; ConvF(7.17, 7.17, 7.17); Calibrated: 2015/9/28; 

- Sensor-Surface: 1.4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1399; Calibrated: 2015/11/23

- Phantom: ELI 4.0_Left; Type: QDOVA001BB; Serial: 1026

- Measurement SW: DASY52, Version 52.8 (1);SEMCAD X Version 14.6.5 (6469) 

Configuration/Ch9262/Area Scan (51x61x1): Measurement grid: dx=15mm, dy=15mm

Maximum value of SAR (interpolated) = 1.16 mW/g

Configuration/Ch9262/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm

Reference Value = 20.790 V/m; Power Drift = -0.05 dB

Peak SAR (extrapolated) = 1.304 mW/g

SAR(1 g) = 0.778 mW/g; SAR(10 g) = 0.455 mW/g
Maximum value of SAR (measured) = 1.13 mW/g

0 dB = 1.13 mW/g = 1.06 dB mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/12/25 

#02_WCDMA IV_RMC 12.2Kbps_Bottom Face_11mm_Ch1513

Communication System: WCDMA; Frequency: 1752.6 MHz;Duty Cycle: 1:1

Medium: MSL_1750_151225 Medium parameters used: f = 1753 MHz; σ = 1.48 mho/m; εr = 

54.427; ρ = 1000 kg/m3

23.4 22.4 

DASY5 Configuration:

- Probe: EX3DV4 - SN3697; ConvF(7.34, 7.34, 7.34); Calibrated: 2015/9/28; 

- Sensor-Surface: 1.4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1399; Calibrated: 2015/11/23

- Phantom: ELI 4.0_Left; Type: QDOVA001BB; Serial: 1026

- Measurement SW: DASY52, Version 52.8 (1);SEMCAD X Version 14.6.5 (6469) 

Configuration/Ch1513/Area Scan (51x61x1): Measurement grid: dx=15mm, dy=15mm

Maximum value of SAR (interpolated) = 1.40 mW/g

Configuration/Ch1513/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm

Reference Value = 23.418 V/m; Power Drift = -0.06 dB

Peak SAR (extrapolated) = 1.620 mW/g

SAR(1 g) = 0.975 mW/g; SAR(10 g) = 0.573 mW/g
Maximum value of SAR (measured) = 1.40 mW/g

0 dB = 1.40 mW/g = 2.92 dB mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/12/29 

#03_WCDMA V_RMC 12.2Kbps_Bottom Face_0mm_Ch4182

Communication System: WCDMA; Frequency: 836.4 MHz;Duty Cycle: 1:1

Medium: MSL_850_151229 Medium parameters used : f = 836.4 MHz; σ = 0.973 mho/m; εr = 55.1; 

ρ = 1000 kg/m3

23.5 22.5 

DASY5 Configuration:

- Probe: EX3DV4 - SN3697; ConvF(8.9, 8.9, 8.9); Calibrated: 2015/9/28; 

- Sensor-Surface: 1.4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1399; Calibrated: 2015/11/23

- Phantom: ELI 4.0_Left; Type: QDOVA001BB; Serial: 1026

- Measurement SW: DASY52, Version 52.8 (1);SEMCAD X Version 14.6.5 (6469) 

Configuration/Ch4182/Area Scan (51x61x1): Measurement grid: dx=15mm, dy=15mm

Maximum value of SAR (interpolated) = 1.19 mW/g

Configuration/Ch4182/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm

Reference Value = 25.424 V/m; Power Drift = 0.00 dB

Peak SAR (extrapolated) = 1.477 mW/g

SAR(1 g) = 0.804 mW/g; SAR(10 g) = 0.479 mW/g
Maximum value of SAR (measured) = 1.23 mW/g

0 dB = 1.23 mW/g = 1.80 dB mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/12/25 

#04_LTE Band 4_20M_QPSK_1_0_Edge 2_0mm_Ch20175

Communication System: LTE; Frequency: 1732.5 MHz;Duty Cycle: 1:1

Medium: MSL_1750_151225 Medium parameters used: f = 1732.5 MHz; σ = 1.458 mho/m; εr = 

54.475; ρ = 1000 kg/m3

23.4 22.4 

DASY5 Configuration:

- Probe: EX3DV4 - SN3697; ConvF(7.34, 7.34, 7.34); Calibrated: 2015/9/28; 

- Sensor-Surface: 1.4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1399; Calibrated: 2015/11/23

- Phantom: ELI 4.0_Left; Type: QDOVA001BB; Serial: 1026

- Measurement SW: DASY52, Version 52.8 (1);SEMCAD X Version 14.6.5 (6469) 

Configuration/Ch20175/Area Scan (51x61x1): Measurement grid: dx=15mm, dy=15mm

Maximum value of SAR (interpolated) = 1.73 mW/g

Configuration/Ch20175/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm

Reference Value = 28.728 V/m; Power Drift = 0.15 dB

Peak SAR (extrapolated) = 2.015 mW/g

SAR(1 g) = 1.05 mW/g; SAR(10 g) = 0.527 mW/g
Maximum value of SAR (measured) = 1.65 mW/g

0 dB = 1.65 mW/g = 4.35 dB mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/12/24 

#05_LTE Band 7_20M_QPSK_1_0_Bottom Face_0mm_Ch21350

Communication System: LTE; Frequency: 2560 MHz;Duty Cycle: 1:1

Medium: MSL_2600_151224 Medium parameters used: f = 2560 MHz; σ = 2.168 mho/m; εr = 

51.17; ρ = 1000 kg/m3

23.4 22.4 

DASY5 Configuration:

- Probe: ES3DV3 - SN3270; ConvF(4.27, 4.27, 4.27); Calibrated: 2015/9/28; 

- Sensor-Surface: 2mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn778; Calibrated: 2015/8/25

- Phantom: ELI 4.0_Left; Type: QDOVA001BB; Serial: 1026

- Measurement SW: DASY52, Version 52.8 (1);SEMCAD X Version 14.6.5 (6469) 

Configuration/Ch21350/Area Scan (61x71x1): Measurement grid: dx=12mm, dy=12mm

Maximum value of SAR (interpolated) = 2.04 mW/g

Configuration/Ch21350/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm

Reference Value = 16.936 V/m; Power Drift = -0.11 dB

Peak SAR (extrapolated) = 2.878 mW/g

SAR(1 g) = 1.1 mW/g; SAR(10 g) = 0.401 mW/g
Maximum value of SAR (measured) = 1.86 mW/g

0 dB = 1.86 mW/g = 5.39 dB mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/12/29 

#06_LTE Band 12_10M_QPSK_1_0_Bottom Face_0mm_Ch23095

Communication System: LTE; Frequency: 782 MHz;Duty Cycle: 1:1

Medium: MSL_750_151229 Medium parameters used: f = 782 MHz; σ = 0.995 mho/m; εr = 55.608; 

ρ = 1000 kg/m3

23.5 22.5 

DASY5 Configuration:

- Probe: EX3DV4 - SN3697; ConvF(8.96, 8.96, 8.96); Calibrated: 2015/9/28; 

- Sensor-Surface: 1.4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1399; Calibrated: 2015/11/23

- Phantom: ELI 4.0_Left; Type: QDOVA001BB; Serial: 1026

- Measurement SW: DASY52, Version 52.8 (1);SEMCAD X Version 14.6.5 (6469) 

Configuration/Ch23095/Area Scan (51x61x1): Measurement grid: dx=15mm, dy=15mm

Maximum value of SAR (interpolated) = 1.23 mW/g

Configuration/Ch23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm

Reference Value = 16.780 V/m; Power Drift = 0.16 dB

Peak SAR (extrapolated) = 1.519 mW/g

SAR(1 g) = 0.768 mW/g; SAR(10 g) = 0.436 mW/g
Maximum value of SAR (measured) = 1.21 mW/g

0 dB = 1.21 mW/g = 1.66 dB mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/12/31 

#07_LTE Band 13_10M_QPSK_1_0_Bottom Face_0mm_Ch23230

Communication System: LTE; Frequency: 782 MHz;Duty Cycle: 1:1

Medium: MSL_750_151231 Medium parameters used: f = 782 MHz; σ = 1.001 mho/m; εr = 54.397; 

ρ = 1000 kg/m3

23.5 22.5 

DASY5 Configuration:

- Probe: EX3DV4 - SN3578; ConvF(9.29, 9.29, 9.29); Calibrated: 2015/3/31; 

- Sensor-Surface: 1.4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1399; Calibrated: 2015/11/23

- Phantom: ELI 4.0_Left; Type: QDOVA001BB; Serial: 1026

- Measurement SW: DASY52, Version 52.8 (1);SEMCAD X Version 14.6.5 (6469) 

Configuration/Ch23230/Area Scan (51x61x1): Measurement grid: dx=15mm, dy=15mm

Maximum value of SAR (interpolated) = 1.47 mW/g

Configuration/Ch23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm

Reference Value = 23.549 V/m; Power Drift = -0.14 dB

Peak SAR (extrapolated) = 1.752 mW/g

SAR(1 g) = 0.942 mW/g; SAR(10 g) = 0.557 mW/g
Maximum value of SAR (measured) = 1.43 mW/g

0 dB = 1.43 mW/g = 3.11 dB mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/12/25 

#08_LTE Band 25_20M_QPSK_1_0_Edge 2_0mm_Ch26140

Communication System: LTE; Frequency: 1860 MHz;Duty Cycle: 1:1

Medium: MSL_1900_151225 Medium parameters used: f = 1860 MHz; σ = 1.535 mho/m; εr = 

54.861; ρ = 1000 kg/m3

23.4 22.4 

DASY5 Configuration:

- Probe: EX3DV4 - SN3697; ConvF(7.17, 7.17, 7.17); Calibrated: 2015/9/28; 

- Sensor-Surface: 1.4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1399; Calibrated: 2015/11/23

- Phantom: ELI 4.0_Left; Type: QDOVA001BB; Serial: 1026

- Measurement SW: DASY52, Version 52.8 (1);SEMCAD X Version 14.6.5 (6469) 

Configuration/Ch26140/Area Scan (51x61x1): Measurement grid: dx=15mm, dy=15mm

Maximum value of SAR (interpolated) = 1.49 mW/g

Configuration/Ch26140/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm

Reference Value = 28.306 V/m; Power Drift = -0.04 dB

Peak SAR (extrapolated) = 1.715 mW/g

SAR(1 g) = 0.896 mW/g; SAR(10 g) = 0.438 mW/g
Maximum value of SAR (measured) = 1.38 mW/g

0 dB = 1.38 mW/g = 2.80 dB mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/12/29 

#09_LTE Band 26_15M_QPSK_1_0_Bottom Face_0mm_Ch26865

Communication System: LTE; Frequency: 831.5 MHz;Duty Cycle: 1:1

Medium: MSL_850_151229 Medium parameters used: f = 831.5 MHz; σ = 0.969 mho/m; εr = 

55.149; ρ = 1000 kg/m3

23.5 22.5 

DASY5 Configuration:

- Probe: EX3DV4 - SN3697; ConvF(8.9, 8.9, 8.9); Calibrated: 2015/9/28; 

- Sensor-Surface: 1.4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1399; Calibrated: 2015/11/23

- Phantom: ELI 4.0_Left; Type: QDOVA001BB; Serial: 1026

- Measurement SW: DASY52, Version 52.8 (1);SEMCAD X Version 14.6.5 (6469) 

Configuration/Ch26865/Area Scan (51x61x1): Measurement grid: dx=15mm, dy=15mm

Maximum value of SAR (interpolated) = 1.20 mW/g

Configuration/Ch26865/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm

Reference Value = 25.271 V/m; Power Drift = -0.14 dB

Peak SAR (extrapolated) = 1.473 mW/g

SAR(1 g) = 0.803 mW/g; SAR(10 g) = 0.493 mW/g
Maximum value of SAR (measured) = 1.17 mW/g

0 dB = 1.17 mW/g = 1.36 dB mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/12/24 

#10_LTE Band 41_20M_QPSK_1_0_Bottom Face_0mm_Ch41055

Communication System: LTE; Frequency: 2636.5 MHz;Duty Cycle: 1:1.59

Medium: MSL_2600_151224 Medium parameters used: f = 2636.5 MHz; σ = 2.275 mho/m; εr = 

50.904; ρ = 1000 kg/m3

23.4 22.4 

DASY5 Configuration:

- Probe: ES3DV3 - SN3270; ConvF(4.27, 4.27, 4.27); Calibrated: 2015/9/28; 

- Sensor-Surface: 2mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn778; Calibrated: 2015/8/25

- Phantom: ELI 4.0_Left; Type: QDOVA001BB; Serial: 1026

- Measurement SW: DASY52, Version 52.8 (1);SEMCAD X Version 14.6.5 (6469) 

Configuration/Ch41055/Area Scan (61x71x1): Measurement grid: dx=12mm, dy=12mm

Maximum value of SAR (interpolated) = 1.85 mW/g

Configuration/Ch41055/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm

Reference Value = 22.653 V/m; Power Drift = -0.05 dB

Peak SAR (extrapolated) = 2.906 mW/g

SAR(1 g) = 1.06 mW/g; SAR(10 g) = 0.411 mW/g
Maximum value of SAR (measured) = 1.91 mW/g

0 dB = 1.91 mW/g = 5.62 dB mW/g
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