WWAN - FCC ID; EJE-EM7355D IC: 337J-EM7355D Report No. M141025_FCC_EM7355_SAR_GSM-UMTS

TEST SETUP PHOTOGRAPHS

Lap Held Position

Accredited for compliance with ISO/IEC 17025. The results of the test, calibrations and/or measurement
included in this document are traceable to Australian/national standards. NATA is a signatory to the ILAC
Mutual Recognition Arrangement for the mutual recognition of the equivalence of testing, calibration and
inspection reports.

This document shall not be reproduced except in full.



WWAN - FCC ID; EJE-EM7355D IC: 337J-EM7355D Report No. M141025_FCC_EM7355_SAR_GSM-UMTS

TEST SETUP PHOTOGRAPHS

Edge 2 Position

Accredited for compliance with ISO/IEC 17025. The results of the test, calibrations and/or measurement
A included in this document are traceable to Australian/national standards. NATA is a signatory to the ILAC
MNATA Mutual Recognition Arrangement for the mutual recognition of the equivalence of testing, calibration and
inspection reports.
Norraston My 4752 This document shall not be reproduced except in full.
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TEST SETUP PHOTOGRAPHS

Edge 3 Position (antenna in)

Accredited for compliance with ISO/IEC 17025. The results of the test, calibrations and/or measurement
A included in this document are traceable to Australian/national standards. NATA is a signatory to the ILAC
MNATA Mutual Recognition Arrangement for the mutual recognition of the equivalence of testing, calibration and
inspection reports.
A e, 0 This document shall not be reproduced except in full.
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TEST SETUP PHOTOGRAPHS

Edge 3 Position (antenna out)

Accredited for compliance with ISO/IEC 17025. The results of the test, calibrations and/or measurement
included in this document are traceable to Australian/national standards. NATA is a signatory to the ILAC

Mutual Recognition Arrangement for the mutual recognition of the equivalence of testing, calibration and
inspection reports.

This document shall not be reproduced except in full.
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TEST SETUP PHOTOGRAPHS
Bystander Position

I | 25mm Spacing

Accredited for compliance with ISO/IEC 17025. The results of the test, calibrations and/or measurement
included in this document are traceable to Australian/national standards. NATA is a signatory to the ILAC

Mutual Recognition Arrangement for the mutual recognition of the equivalence of testing, calibration and
inspection reports.

This document shall not be reproduced except in full.
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TEST SETUP PHOTOGRAPHS

Bystander Position (antenna out)

1 | 25mm Spacing

Accredited for compliance with ISO/IEC 17025. The results of the test, calibrations and/or measurement
included in this document are traceable to Australian/national standards. NATA is a signatory to the ILAC

Mutual Recognition Arrangement for the mutual recognition of the equivalence of testing, calibration and
inspection reports.

This document shall not be reproduced except in full.



