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ANNEX O: The EUT Appearances and Test Configuration 

 

Front Side 

 

 

Back Side 

a: EUT 

Picture 21: Constituents of EUT  
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Picture 22: Left Hand Touch Cheek Position 

 

 

Picture 23: Left Hand Tilt 15 Degree Position 
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Picture 24: Right Hand Touch Cheek Position 

 

 

Picture 25: Right Hand Tilt 15 Degree Position 
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Picture 26: Back Side, the distance from handset to the bottom of the Phantom is 15mm 

 

Picture 27: Front Side, the distance from handset to the bottom of the Phantom is 15mm  

 

 

15mm 

15mm 
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Picture 28: Back Side, the distance from handset to the bottom of the Phantom is 10mm 

 

 
Picture 29: Front Side, the distance from handset to the bottom of the Phantom is 10mm  

 

10mm 

10mm 
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Picture 30: Left Side, the distance from handset to the bottom of the Phantom is 10mm  

 

 

Picture 31: Right Side, the distance from handset to the bottom of the Phantom is 10mm  

 

10mm 

10mm 
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Picture 32: Top Side, the distance from handset to the bottom of the Phantom is 10mm  

 

 

Picture 33: Bottom Side, the distance from handset to the bottom of the Phantom is 10mm  

 

10mm 

10mm 
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Picture 34: Back Side, the distance from handset to the bottom of the Phantom is 6mm 

 

 

Picture 35: Front Side, the distance from handset to the bottom of the Phantom is 6mm 

 

6mm 

6mm 
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Picture 36: Bottom Side, the distance from handset to the bottom of the Phantom is 6mm 

 

 

Picture 37: Back Side, the distance from handset to the bottom of the Phantom is 0mm 

6mm 
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Picture 38: Front Side, the distance from handset to the bottom of the Phantom is 0mm 

 

 

Picture 39: Left Side, the distance from handset to the bottom of the Phantom is 0mm 
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Picture 40: Right Side, the distance from handset to the bottom of the Phantom is 0mm 

 

 

Picture 41: Top Side, the distance from handset to the bottom of the Phantom is 0mm 
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Picture 42: Bottom Side, the distance from handset to the bottom of the Phantom is 0mm 

 

 




