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COMOSAR E-FIELD PROBE CALIBRATION REPORT

Ref: ACR.49.1.22. BES.A

6 LIST OF EQUIPMENT

Equipment Summary Sheet

test. No cal required.

Equipment Manufacturer / Identification No Current Next Calibration
Description Model ‘| Calibration Date Date
CALIPROBE Test . Validated. No cal \Validated. No cal
Version 2 NA . .
Bench required. required.
Network Analyzer | RONde % Schwarz 100203 08/2021 08/2024
Network Analyzer Agilent 8753ES MY40003210 10/2021 10/2024
Network Analyzer — | Rohde & Schwarz
Calibration kit ZV-7235 101223 05/2021 05/2024
Network Analyzer — HP 85033D 3423A08186 06/2021 06/2027
Calibration kit
Multimeter Keithley 2000 1160271 02/2021 02/2024
Signal Generator | ROhde & Sohwarz 106589 04/2021 04/2024
Amplifier MVG MODU-023-C-0002 Characterized pripr to |Characterized pripr to
test. No cal required. test. No cal required.
Power Meter NI-USB 5680 170100013 06/2021 06/2024
Power Meter Rohde & Schwarz | g35839.056 11/2021 11/2024
NRVD
Directional Coupler Krytar 158020 131467 Characterized prior to |Characterized prior to

test. No cal required.

Validated. No cal

Validated. No cal
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Waveguide MVG SN 32/16 WG4_1 required required
L . SN 32/16 Validated. No cal \Validated. No cal
Liquid transition MVG WGLIQ_0G900_1 [required. required.
Waveguide MVG SN 32/16 WG6,_1 :g'ﬂf;ﬁd' No cal ?g::ﬂf;ﬁd' No cal
. . SN 32/16 Validated. No cal Validated. No cal
Liquid transition MVG WGLIQ_1G500_1 fequired. required.
Waveguide MVG SN 32/16 WG8_1 ﬁq‘:ﬂf;gd' No cal li::ﬂf;gd' No cal
- - SN 32/16 Validated. No cal Validated. No cal
Liquid transition MVG WGLIQ_1G800B_1 [required. required.
. . SN 32/16 Validated. No cal \Validated. No cal
Liquid transition MVG WGLIQ_1G800H_1 fequired. required.
Waveguide MVG SN 32/16 WG10_1 ?’ggf{:ﬁd' No cal Lﬂ:ﬂzﬁd' No cal
_ . SN 32/16 Validated. No cal \Validated. No cal
Liquid transition MVG WGLIQ_3G500_1 frequired. required.
Page: 10/11




COMOSAR E-FIELD PROBE CALIBRATION REPORT

Ref: ACR.49.1.22. BES.A

Waveguide

MVG

SN 32/16 WG12_1

Validated. No cal
required.

Validated. No cal
required.

Liquid transition

MVG

SN 32/16
WGLIQ_5G000_1

Validated. No cal
required.

Validated. No cal
required.

Temperature / Humidity

Sensor

Testo 184 H1

44225320

06/2021

06/2024
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Dielectric Probe Calibration Report

Ref: ACR.49.20.22.BES.A

BTF TESTING LAB (SHENZHEN) CO., LTD.

F101,201 AND 301, BUILDING 1, BLOCK 2, TANTOU
INDUSTRIAL PARK, TANTOU COMMUNITY
SONGGANG STREET, BAO'AN DISTRICT, SHENZHEN,
CHINA
MVG LIMESAR DIELECTRIC PROBE

FREQUENCY: 0.4-6 GHZ
SERIAL NO.: SN 06/22 OCPG 88

Calibrated at MVG
Z..1. de la pointe du diable
Technopdle Brest Iroise — 295 avenue Alexis de Rochon
29280 PLOUZANE - FRANCE

Calibration date: 02/06/2023
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ETALONNAGE

Accreditations #2-6789
Scope available on www.cofrac.fr

The use of the Cofrac brand and the accreditation references is prohibited from any reproduction.

Summary:

This document presents the method and results from an accredited Dielectric Probe calibration
performed at MVG, using the LIMESAR test bench. The test results covered by accreditation are
traceable to the International System of Units (SI).
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SAR DIELECTRIC PROBE CALIBRATION REPORT Ref: ACR.49.20.22. BES.A

Name Function Date Signature
Prepared by : Jérome Luc Technical Manager 2/6/2023 2/%/
Checked by : Jérdme Luc Technical Manager 2/6/2023 z/é’
Approved by : Yann Toutain Laboratory Director 2/6/2023 oo TOLTALN
7
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Customer Name
BTF Testing Lab
Distribution : (Shenzhen) Co.,
Ltd.
Issue Name Date Modlfications
A Jérome Luc 2/6/2023 Initial release
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SAR DIELECTRIC PROBE CALIBRATION REPORT Ref: ACR.49.20.22. BES.A

1 INTRODUCTION

This document contains a summary of the suggested methods and requirements set forth by the
IEC/IEEE 62209-1528 and FCC KDB865664 D01 standards for liquid permittivity measurements
and the measurements that were performed to verify that the product complies with the fore

mentioned standards.

2 DEVICE UNDER TEST

Device Under Test

Device Type LIMESAR DIELECTRIC PROBE
Manufacturer MVG

Model SCLMP

Serial Number SN 06/22 OCPG 88

Product Condition (new / used) New

3 PRODUCT DESCRIPTION

3.1 GENERAL INFORMATION

MVG’s Dielectric Probes are built in accordance to the IEC/IEEE 62209-1528 and FCC KDB865664
DO1 standards. The product is designed for use with the LIMESAR test bench only.

Figure 1 — MVG LIMESAR Dielectric Probe
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