Gsp Hui Zhou Gaoshengda Technology Co., LTD DCT1LR2601

WIFI+BT Module
IEEE 802.11 a/b/g/n/ac 2T/2R
Model Number: DCT1LR2601

Product Descrition

The DCT1LR2601 isa complete 2.4GHz /5GHz WIFI 2x2 MIMO module. This module provides a high level of

integration with a dual  -stream IEEE 802.11a ¢ MAC/ base band /radio  and Bluetooth 5.0.The WLAN operation
supports 20MHz,40MHz and 80MHz channels for data rates up to 866.7 Mbps. It fully complies with IEEE 802.11
a/b/g/n/ac  feature rich wireless connectivity at high standards,delivers reliable ,cost -effective, throughputfro man
extended distance.

Product Features

¢ Complies with IEEE 802.11  b/g/n for 2.4GHz , IEEE 802.11 a/n/ac or 5GHz
@ Bluetooth v5.0

€ Two transmitand Two receive path( 2T2R)

¢ Works with all  existing network nfrastructure.

4 Capable of upto 128 -Bit WEP Encryption.
& Freedom to roam while  staying connected.

¢ UPto 866.7 Mbps High -Speed Transfer
€ Operating Systems

: Linux, Windows.

4 Low power consumption.
Easy to install and configure.
High speed usd 2.0 interface

Product Specification

Rate in 802.11 ac mode of operation.

Model

WIFI+BT Module

Product Name

DCT1LR2601

Standard

802.11 a/b/g/n /ac

Interface

USB

Data Transfer Rate

1,2,5.5,6,11,12,18,22,24,30,36,48,54,60,90,120 and maximum of

866 .7Mbps

Modulation Method

GFSK, ¢ / -DQPSK,8DPSK (bluetooth )
DQPSK,D BPSK, CCK(802.11b)

QPSK,BPSK,16QAM ,64QAM with OFDM  (802.11g )
QPSK,BPSK, 16QAM ,64QAM with OFDM  (802.11n )
QPSK,BPSK,16QAM ,64QAM with OFDM  (802.11 a)

QPSK, BPSK,16QAM ,64QAM ,256 QAM with OFDM _(802.11 ac)

Frequency Band

BLUETOOTH
2402~2480 MHz

WIFI
2.4G: 24 12~24 62 MHz
5G: 5180~5 320MHz, 5500~58 25 MHz

Operation Mode

Infrastructure

Security WEP, TKIP, AES, WPA, WPA2
Operating Voltage 3.3V+10%
Current Consumption <<1000mA

Antenna Type PIFA/PCB Antenna
Operating 0 ~ 70°C ambient temperature
Temperature

Storage Temperature

-40 ~ 80°C ambient temperature

Humidity

5t09 5 % maximum (non  -condensing)
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NOTICE:

®please keep this product and accessories attached to the places which children can’ t touch;

®do not splash water or other liquid onto this product, otherwise it may cause damage;

®do not put this product near the heat source or direct sunlight, otherwise it may cause
deformation or malfunction;

®please keep this product away from flammable or naked flame;

®please do not repair this product by yourself. Only qualified personnel can be repaired.

FCC Statement

This equipment has been tested and found to comply with the limits for a Class B digital desgicant poipart 15 of the

FCC rules. These limits are dgsed to provide reasonable protection against harmful interference in a residential
installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed mand used
accordance with the instructions, may cause harmfakfierence to radio communications. However, there is no guarantee
that interference will not occur in a particular installation. If this equipment does cause harmful intetti@neattie or
televison reception, which can be determined by turning theépegent off and on, the user is encouraged to try to correct
the interference by one or more of the following measures:

-Reorient or relocate the receiving antenna.

-Increase the separation betweenghgpment and receiver.

-Connect the equipment into antlet on a circuit different from that to which the receiver is connected.

-Consult the dealer or an experienced radio/TV technician for help.

This equipment complies with Part 15 of the FCC Rulgsration is subject to the following two conditions:

(1) This device may not cause harmful interference, and

(2) This device must accept any interference received, including interference that may cause undesired operation.

Any changes or modificatits not expressly approved by the party responsible om@ | i ance coul d v
authority to operate the equipment.

2.2
This module has been assessed against tloa/iof FCC rule parts:CFR 47 FC(Part 15 C (15.247, DTS and DSS) and
CFR 47 FCCPat 15 E (NII).It is applicable to the madiar transntier

2.3

This radio transmitter FCC IDRAC23-DCT1L has been approved by Federal Communications Commission to operate
with the integratedPCB antenndor 2.4G WIFI&5G WIFI. Use of any other antenna is strictly prohibitethatt filing an
application fora new systerspecificFCC ID.

This radio transmitter FCC IRAC23-DCT1L has been approved by Federal Communications Commission to

operate with the antenna types listed below, with the maximum permissible gain indicated. Antenna types not included |
thislist that have a gain greater than the maximum gain indicated for any type listed are strictly prohibited for use with thi
device.

The concrete contents to check are the following three points.

1) Must useanantenna such &IFA Antennawith again not exceeding).72dBi for BT/BLE;

2) Should be installed so that the end user cannot modify the antenna;

3) Feed line should be designed in 500hm

Fine-tuning of return loss etc. can be performed using a matching network.

The antenna shall not be accessible for modification or change by the end user

24
The module complies with FCC Part 15.247 / Part 15.40Appliesfor Single module approval.

2.5
Trace antenna designs: Not applicabthe antena is integrated into the module andmatrbe modified. See section 2.3.
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2.6

This equipmentomplies with FCC radiation exposure limits setHdidr an uncontrolle&nvironment. This equipment
should be installed and operated witlmiaimum distance b20cmbetween the radiator & your bodyhi transmitter must
not be celocatedor operating irconjunction with any other antenna or transmitter.

2.7

Antennatype andantenna gain:

2.4G 5G

PCB antennd & 5.73dBi PCB antennd & 5.87dBi
PCB antennd & 3.94dBi PCB antenn2 & 5.76dBi

Note: WIFI Antennas are permanently attached and ¢ a rbé replaced.

BT Antenna

BRADE TYPE GAIN
ZTX PIFA antenna 1.72dBi
2.8

Please notice that if the FCC identificationmber is notvisible when the module is stelled inside another device, then
the outside of the device into which the module saledmust also display a label referring to the enclosed module. This
exteror label can use wording such as the foliowg Contains EC ID: 2AC23DCT1L” Any similar wording that
expresses the same meaning may be used.

2.9

Testing of the host product with all the transmitters installed 7 referred to as the composite investigation test- is
recommended, to verify that the host product meets all the applicable FCC rules. The radio spectrum is to be
investigated with all the transmitters in the final host product functioning to determine that no emissions exceed the
highest limit permitted for any one individual transmitter as required by Section 2.947(f). The host manufacturer is
responsible to ensure that when their product operates as intended it does not have any emissions present that are
out of compliance that were not present when the transmitters were tested individually.

If the modular transmitter has been fully tested by the module grantee on the required number of channels,
modulation types, and modes, it should not be necessary for the host installer to re-test all the available transmitter
modes or settings. It is recommended that the host product manufacturer, installing the modular transmitter, perform
some investigative measurements to confirm that the resulting composite system does not exceed the spurious
emissions limits or band edge limits (e.g., where a different antenna may be causing additional emissions).

The testing should check for emissions that may occur due to the intermixing of emissions with the other transmitters,
digital circuitry, or due to physical properties of the host product (enclosure). This investigation is especially important
when integrating multiple modular transmitters where the certification is based on testing each of them in a
stand-alone configuration.

2.10

Any company of the host device which install this modular should perform the test of radiated & condicted emission
and spurious emission etc. according to FCC Part 15C: 15.247 and 15.209 & 15.207, 15B class B requirement, only if
the test result comply with FCC part 15C: 15.247 and 15.209 & 15.207, 15B class B requirement. Then the host can
be sold legally.

The host product manufacturer is responsible for compliance to any other FCC rules that apply to the host not
covered by the modular transmitter grant of certification. If the grantee markets their product as being Part 15 Subpart
B compliant (when it also contains unintentional-radiator digital circuity), then the grantee shall provide a notice
stating that the final host product still requires Part 15 Subpart B compliance testing with the modular transmitter
installed.

2.11

The host manufacture is recommended to use D04 Module Integration Guide recommending as "best practice" RF
design engineering testing and evaluation in case non-linear interactions generate additional non-compliant limits due
to module placement to host components or properties.
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2.12

This module is stand-alone modular. If the end product will involve the Multiple simultaneously transmitting condition
or different operational conditions for a stand-alone modular transmitter in a host, host manufacturer have to consult
with module manufacturer for the installation method in end system.

Canada Statement

This device cmplies with Indugy Canal a licenceexenpt RSSs. Qeraton is subject to theoflowing two conditions:
(1) This device may not cause interfererare]
(2) This device musiccept ap interference, including interferenceathmay cause undesired operaidithe device.

Le présen appareil estconforme auxCNRd’' | ndu st r i é&alds aux appareilsarad lexempts de licence.

L expl oi ttoaste aoxdeug conding wivates :

(1) | "apparei ldebrevillahei t pas produire

(2) Il "rutdeé i s i Fcopdertaui broullabe radioéectique subi, méme si lerbuillage est suscept

compromettre le fonctionnement.

Pleag notice that if the ISE certification number is not visible when the méalis installed inside anotheevce, then

the autside @ the device iio which themodue is installed must ab dsplay a label referring to the enclosed module. This
exterior ldel can use wording su@s thefb | owi ng: “1e290ADE@ETIL s aln®@: si mi |l ar wor di
thesame meaning ay be used

I'appareil bte doit poter une étiquette donnant lrumérode certification du module d'Industrie Canada, précédéndées

« Contient un madle d'émissia », du mot {C: 12290ADCT1L» ou d'une formulan similaire exprimantd méme sens,
commne suit

The ckvice foroperation inthe band 5156250 MHz is aly for indoor use to reduce the potential for harmful interference
to co-channel mobilesatellite systms

Les dispositifs fonctionnant dates bandes1565250 MHz sont réservés uniquementpouune ut i |l i sati on
de réduire les risqueg draiillage péjudiciableaux ystemes de satellitesamiles dilisant les mémes canaux;

Thedevice neds the exemiion from the routine evadtion limits in section 2.5 of RSS 108dcompliance with RSSL02
RF exposureysers can obtain Canadian information on RFospe andompliance.

Le dispgsitif rencontre I'exenption des limites cowantesd'éwaluaion dans laection 2.5 de RSS 102 et@onformité a
I'exposition de RS802REF, utilisateurs peut obtenir l'informaticanadienne surl'exposition et la conformitéfde

This transmitte must nd be celocated or oprating in conjunctiorwith any atherantenna otransmitter. This equipment
should be installed and operated with mimum distance of 2@entimeters betvea the radiator and your body.
Cet émetteur neait pas étre Celacé @ ne factionnanten méme t@psquaucune autre amtne oémdteu. Cet
équipenent devrait étre installé& actionné avec une distance minimun0ecentimétres entre le radiateur ettk®corps.

This radio transmittelC: 12290ADCTL1L has been approved hynovation Scienceand EEonomicDevdopment Canada

to operate \th the integrated®CB antenn#or 24G WIFI&5G WIFI. Use of any other antenna is strictly prohibited

without filing an application for a new systespecificlC ID.

Cet émetteur radio IC: 12290aictll a été approuvé par innovation, sciences et dével@maernonomique Canada pour
fonctionner avec une antenne PCB intégrée avec Wifi 2.4G et wifi 5G. L'utilisation de toute autre antenne est stricteme
interdite sas la présentation d'une demande d'id IC spécifique au nouveau systéme.

This radio transmittefIC: 12290ADCT1L] has been approved by Innovation, Science and Economic Development
Canada to operate with the antenna types lisgdab with the maximum permissible gain indicated. Antenna types not
included in this list that have a gain greatentttee maximum gain indicated for any type listed are strictly prohibited for
use with this device.

The concrete contents to check #e following three points.

1) Must useanantenna such dBREX Antennawith a gain not exceedinfy.72dBi for BT&BL E;

2) Should benstalled so that the end user cannot modify the antenna;

3) Feed line should be designed in 500hm

Finetuningof return loss etc. came performed usga matching network.
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Le présent émetteur raditC: 12290ADCT1L] a été aprouvé par Innovation, Sciences et Développement économique
Canada pour fonctionner avec les types d'antenne énumétéssous et ayant un gain admissible makirbes types
d'antenne non inclus dans cette liste, et dont le gain est supérieur au gaimahiadiqué pour tout type figurant sur la
liste, sont strictement interdits pour I'exploitation de I'émetteur.

Le contenu concret a vérifier sont les troisnt®isuivants.

1) Doit utiliser une antenne telle qu'une antenne IPEX dont le gain ne dépasse pas 1,72 DBl p&WET &
2) doivent étre instalés de fagon que I'utilisateur final ne peut pas modifier 'antenne

3) Laligne d alimentation doitétre conguesn 500hm

Le réghge précis de la perte de rendement, etc. peut étre effeaitiisant un réseau correspondant..

Antennatype andantenna gain:

2.4G 5G

PCB antennd & 5.73dBi PCB antennd & 5.87dBi

PCB antenn2 & 3.94dBi PCB antenn2 & 5.76dBi

Note: WIFI Antennas are permanently attached and ¢ a rbé replaced.

BT Antenna

BRADE TYPE GAIN
ZTX PIFA antenna 1.72dBi

Notice to OEM integrator

Mustuse the deiee only in hostlevices thameet thd=CC/ISED RF exposure category of mobile, which nsethe device
isinstalled ad used at distances of at lea8tm from persns.

This transmitter must not be -docated or opeating in conjunction with any other antenar transmitr.

The enduse manualkhall include FCC Part 15 /ISED RSS GEN complkasiatments relted to the tansnitter as

show in thismanual(FCC/ICanatstaément).

Host manufacturer is responsibler foompliance of theéhost system with modulanstalled with all othe applicable
requirements for he system such as Part 15 B, EC803.

Host mantacturer is gongly recommaded to confirmcompliance witHFCC/ISED requirements for the transmitter when
themodule is installed in the host.

The usecondition limitaions exted to profesenal users, then instructions must state thigtinformationalso extendso
the host manufacturer’s instruction manual

This module is stad-alone modular.flthe end prduct will involve the Multiple simultaneoudyg transmittingconditionor
different operational conditions for a staiatbne modulatransmitter ina host, hosmanufacturer have to consult with
module manudcture for the ingallation method irend system.

Any company of the host device which idkthis modularshould peform the tesof radiated &conductedemission and
spurious aiission etc. aarding to FCCPart 15C: 15.247 and 15.2091%.207, 15B clas B equirement, ony if the test
result comply wih FCC part 15C: 15.247 ari®.209 & 15.20715B class B muirementThen the hdscan be sold legally.
This modular tansmitteris only FCC autbrized for tke specific rule parts ( 47CFR Part 15.24%15.407% listed on the
grant, and that the host prext manufacturer is responsible fammpliance to any othefCC ruleghat apply ¢ the host not
covered by the modularansmitte grant of cerfication.

Hog manufacturer is strongly recommended to santompliance with EC/ISEDrequirements for theansmitter when
the module is installed ithe host.

Must have on thdost device label showing ContaifsCC ID: 2AC23DCT1L or IC: 12290ADCTLL.
Both FCC IDandIC ID are not to be placed on the host atshmetime and only bsts going into the US caseithe FCC
ID and only hosts going into Cada can use the ID.
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Instdler should put it in themanual

The device for opation in the ban®150-5250 MHz is only for indoor use to redutiee potential for harmful interference
to co-channel mobile satellite systems

I'hdte doitutiliser l'instrument unigement dandes dispositifs qui répondent a la facatégorie d'exposin rf mobile, ce

qui signfie le dispositif est installé et utilisé a une distance d'au moins 20 cm de personnes.

le manuel de l'utilisateur final doit ihoe la partie 15 / (fac ssgen déclations de conformité relatives a I'émattgue de
montrer dans ce manuel.

le fabricantest responsable de la conformité de I'héte, le systéme d'accueil avec le module installé avec toutes les aut
exigences applitdes du systéeme comme larfi@ 15 bices- 003.

accueillir le fabricant est fiement recommandé de confirmer la foomité avec les exigences de la fcc / (émetteur lorsque

le module est installé dans I'hote.

le dispositif d'accueil doivent avoir uneggtette indiquant contiefCC ID: 2AC23-DCT1L, IC: 12290ADCTI1L

Lespersonnes lkeargées de l'installation devraient figurer dans le manuel:
Les dispositifs fonctionnant dans | a bande de 5 150 a
afin de réduire les risques de broagh préjudiciale aux gstémes desaellites mobiles utilisant les mémes canaux.

Doit avoir sur I'appareil hote une eétiquette indiquant Contient I''D:RAC23DCT1L ou IC: 12290ADCTLLL'ID FCC
et I''D IC ne doivent pas étre placés sur I'hdte en mémgstet seuls les hétes se ranthux EtatsUnis peuvent utiliser
I''D FCC et seuls les hétes se rendant au Canada peuvent utiliser I'ID IC.
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