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Manufacturer's Name: SHENZHEN YUNJI INTELLIGENT TECHNOLOGY CO.,LTD 

Address: 202, Building A2, Silicon Valley Power Intelligent Terminal Industrial Park, No. 20, Dafu Industrial 

Zone, Kukeng Community, Guanlan Street, Longhua District, Shenzhen , China 

This device was tested for typical body-worn operations. To comply with RF exposure requirements, a minimum 

separation distance of 5mm must be maintained between the user’s body and the Smart Phone, including the 

antenna. Third-party belt-clips, holsters, and similar accessories used by this device should not contain any 

metallic components. Body operations that do not meet these requirements may not comply with RF exposure 

requirements and should be avoided. Use only the supplied or an approved antenna. 

This device in compliance with the essential requirements and other relevant provisions of Directive 2014/53/EU. 

All essential radio test suites have been carried out. 

1. Use careful with the earphone maybe possible excessive sound pressure from earphones and headphones can 

cause hearing loss. 

 

 



 

2. CAUTION : RISK OF EXPLOSION IF BATTERY IS REPLACED BY AN INCORRECT TYPE. DISPOSE 

OF USED BATTERIES ACCORDING TO THE INSTRUCTIONS 

3. The product can be connected to a USB interface of version USB 2.0 

4. Adapter shall be installed near the equipment and shall be easily accessible. 

5. The plug considered as disconnect device of adapter 

6. The device complies with RF specifications when the device used at 5mm form your body(SAR limit 2.0 

W/Kg for 10-g). Member DASSeparation distance of 0mm(SAR limit 4.0 W/Kg for 10-g) . Max Simultaneous 

Tx Head SAR Value0.757W/kg< Limit 2 W/kg, Compliance.Max Simultaneous Tx Body SAR 

Value1.305W/kg< Limit 2 W/kg, Compliance.Max Simultaneous TxMember DASValue2.713W/kg< Limit 4 

W/kg, Compliance. 

7. Operating Temperature: -10° C to +40° C 

8. Accessories information: 



Rechargeable Li-ion Battery; Model: KC-N8300A; Specification: DC 3.85V/7760mAh, 39.876Wh;  

Manufacturer: SHENZHEN YINGTELAI INDUSTRIAL Co., LTD 

Adapter: 

Model:HJ-FC017K7-EU 

Input: 100-240V~50/60Hz 0.6A 

Output: 5.0V 2.0A 

   OR 7.0V 2.0A 

   OR 9.0V 2.0A 

  OR 12.0V 1.5A 18.0W USB Cable: Length: 100cm; 

USB Cable: Length: 100cm; 

 

 



RF Secification: 

Function Operation Frequency 

Max RF output 

power: 

Limit 

BT(BR+EDR) 2402MHz~2480MHz 6.6dBm 20 dBm 

BT(BLE) 2402MHz~2480MHz 3.15dBm 20 dBm 

Wi-Fi 2.4G 

(802.11b/g/n20/n40) 

802.11b/g/n20: 2412MHz~2472MHz; 

802.11n40: 2422MHz~2462MHz; 

13.28dBm 20 dBm 

Wi-Fi 5.2G 

(802.11a/n20/n40/ac2

802.11a/n(20MHz): 5180~5240MHz 

802.11n/ac(40MHz): 5190~5230MHz 

10.81dBm 23 dBm 



0/ac40/ac80) 802.11ac(80MHz): 5210MHz 

Wi-Fi 5.8G 

(802.11a/n20/n40/ac2

0/ac40/ac80) 

802.11a/n(20MHz): 5745~5825MHz 

802.11n/ac(40MHz): 5755~5795MHz 

802.11ac(80MHz): 5775~5775MHz 

9.36dBm 13.98 dBm 

GSM/GPRS/EGPRS 

900 

Tx(Uplink): 880MHz~915MHz; 

Rx(Downlink): 925MHz~960MHz 

33.39dBm class4 (33 3dBm) 

GSM/GPRS/EGPRS 

1800 

Tx(Uplink): 1710MHz~1785MHz; 

Rx(Downlink): 1805MHz~1880MHz 

30.95dBm Class1 (30 3dBm)  



WCDMA Band 1 

Tx(Uplink): 1920MHz~1980MHz; 

Rx(Downlink): 2110MHz~2170MHz 

24.29dBm 

Class3 24 (dBm) 

+1,7/-3,7 (dB) 

WCDMA Band 8 

Tx(Uplink): 880MHz~915MHz; 

Rx(Downlink): 925MHz~960MHz 

23.81dBm 

Class3 24 (dBm) 

+1,7/-3,7 (dB) 

FDD-LTE Band 1 

Tx(Uplink): 1920MHz~1980MHz; 

Rx(Downlink): 2110MHz~2170MHz 

24.72dBm 

Class3 23 

(dBm)+2.7/-2.7(dB) 

FDD-LTE Band 3 

Tx(Uplink): 1710MHz~1785MHz; 

Rx(Downlink): 1805MHz~1880MHz 

25.42dBm 

Class3 23 

(dBm)+2.7/-2.7(dB) 

FDD-LTE Band 7 Tx(Uplink): 25.25dBm Class3 23 



2500MHz~2570MHz; Rx(Downlink): 

2620MHz~2690MHz 

(dBm)+2.7/-2.7(dB) 

FDD-LTE Band 8 

Tx(Uplink): 880MHz~915MHz; 

Rx(Downlink): 925MHz~960MHz 

24.38dBm 

Class3 23 

(dBm)+2.7/-2.7(dB) 

FDD-LTE Band 20 

Tx(Uplink): 832MHz~862MHz; 

Rx(Downlink): 791MHz~821MHz 

24.57dBm 

Class3 23 

(dBm)+2.7/-2.7(dB) 

NFC 13.56MHz 

27.23 

dBuA/m@10m 

60dBuA/m@10m 

FM Receiver 87.5MHz~108MHz N/A N/A 



GPS Receiver 1.57542GHz N/A N/A 

This product can be used across EU member states, but with restriction. 

 
Restrictions in the 5 GHz band: 

According to Article 10 (10) of Directive 2014/53/EU, the packaging shows that this radio equipment will 
be subject to some restrictions when placed on the market in Belgium (BE), Bulgaria (BG), the Czech 
Republic (CZ),Denmark (DK), Germany (DE), Estonia (EE), Ireland (IE), Greece (EL), Spain(ES), 
France (FR), Croatia (HR), Italy (IT), Cyprus (CY), Latvia (LV), Lithuania(LT), Luxembourg (LU), 
Hungary (HU), Malta (MT), Netherlands (NL), Austria(AT), Poland (PL), Portugal (PT), Romania (RO), 
Slovenia (SI), Slovakia (SK),Finland (FI), Sweden (SE), Turkey (TR), Norway(NO), Switzerland (CH), 
Iceland (IS), and Liechtenstein (LI). 

The WLAN function for this device is restricted to indoor use only when operating in the 5180 to 5240 
MHz frequency range. 

 

 



 

EU Declaration of Conformity 

We, 

SHENZHEN YUNJI INTELLIGENT TECHNOLOGY CO.,LTD (202, Building A2, Silicon Valley Power 

Intelligent Terminal Industrial Park, No. 20, Dafu Industrial Zone, Kukeng Community, Guanlan Street, Longhua 

District, Shenzhen , China) hereby declares that this Smart Phone is in compliance with the essential 

requirements and other relevant provisions of Directive 2014/53/EU. 

According to Article 10(2) of Directive 2014/53/EU, the WP17 can be used in Europe but with restriction. 


