
NA-Listing Label - FCC/IC/UL/ULC 
May 11, 2016

Colour: Pantone Process Black
Material: CLEAR  UL approved self-adhesive Mylar type material
Lamination: Top lamination (e.g. 1F9, or equivalent)
Adhesive: Permanent adhesive backed with protective liner 
Cutting: Tolerance +/- 0.010”
Dashed line indicates cutting - will not print
NOTES:
1. All items must be RoHS compliant.
2. Markings on label must be PERMANENT.
3. Indelible Ink.
4. Conductive inks may not be used.
5. Non-conductive label adhesive shall be used ONLY.

NOTES:
1. All UL and ULC Labels shall be printed on UL approved

material. The �rst time the label is ordered, the artwork
must be sent to UL Label Center [email:
LabelCenter.USA@us.ul.com, fax: (847)509-6201] for
approval.

2. All UL and ULC Labels shall be printed by a UL Listed
printing facility.

Digital Security Controls
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Concord, Ontario Canada L4K 4L2
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Type of signaling: PSDN
CAN ICES-3 (B)/NMB-3(B)

Made in  xxxxx  
18009506R001

FIRE ALARM 
AND SECURITY 

EQUIPMENT 
89SL

ALSO
CLASSIFIED IN 
ACCORDANCE
WITH 
ANSI/SIA CP-01-2014

M/N: WS900-29 

FCC ID: F5316WS90029  
IC:160A-WS90029

Label
18009506R001

DIGITAL SECURITY 
CONTROLS, TORONTO,
CANADA

This device complies with Part 15 of the FCC rules.
Operation is subject to the following two conditions: 
(1) This device may not cause harmful interference and 
(2) this device must accept any interference received, 
including interference that may cause undesired operation.  

XXXXX IS A PLACEHOLDER ONLY. 
Please replace “XXXXX” with the 

country of origin.

Top side view of the WS900-29 shows label location


