Disruptive Technologies Research AS FCC ID: 2ATFX-100541
UL-RPT-RP-12783492-116 IC : 25087-100541

Test Setup Photographs for the Sensor US

1. Radiated Emissions: 9 kHz to 30 MHz @ 3 m
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Picture 1 Radiated Test Setup-9 kHz to 30 MHz EUT
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Photo 2: Radiated Test Setup -9 kHz to 30 MHz EUT
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Photo 3: Radiated Test Setup -9 kHz to 30 MHz EUT
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2. Radiated Emissions: 30 MHzto 1GHz @ 3 m
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Photo 4: Radiated Test Setup -30 MHz to 1GHz EUT

Photo 5: Radiated Test Setup -30 MHz to 1GHz EUT
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Photo 6: Radiated Test Setup -30 MHz to 1GHz EUT
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3.Radiated Emissions: 1 GHzto 10 GHz @ 3 m

ll.lr.! EmERE EERERE DS S @SS W W R R Rl
. I“ﬁ“ ST ILE SRR R REERERERERE I " ) &

iy g I"'fi"l{lll%‘llﬂ AEEEEBREAAAN AN ESE IlfTI':i
'lhliif“’ ERFEERERE EEEARE EEEEEE AN =5,
"I:‘I-ft;‘.f ERERRERE REEEEN AN EENE
“ s N 55 W EEERRREREE®RNN®R®E
GEEEEERR R EEEEEE S
EEERAEEREREEREE @
ER E R ERER AERE B
I

il 1““[! LX) iéé‘i"‘fi*;i PO

Photo 8: Radiated Test Setup -1 GHz to 10 GHz EUT
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Photo 9: Radiated Test Setup -1 GHz to 10 GHz EUT
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4. Cabinet Conducted Emissions

Photo 10: Conducted Test Sample-Setup
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