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3.
4. THE TT-5035A INSTALLATION IS IN ACCORDANCE WITH ARINC 404A 3/8 SHORT ATR EXCEPT FOR:

oo Novwn

DARKEN PORTION INDICATES SOLID PART OF POLARIZING KEYWAY.

THE COOLING AIRHOLES ARE PLACED OUTSIDE RECOMMENDED AREA AND THE
CONFIGURATION MODULE HARDWARE EXCEEDS THE UNIT REAR CASE PROJECTION OUTLINE
AS NOTED ON DRAWING.

. DIMENSIONS ARE IN MILLIMETERS. DIMENSIONS IN BRACKETS ARE INCHES.

. UNIT MATERIAL: ALUMINIUM.

. UNIT FINISH: PAINT EPOXYESTER PRIMER + BLACK INFRASOL TOPCOAT

. DO NOT BLOCK COOLING AIR HOLES. FORCED COOLING IS NOT RECOMMENDED.

COOLING AIR HOLES ARE PLACED IDENTICALLY ON TOP AND BOTTOM SIDE OF UNIT.

UNLESS OTHERWISE SPECIFIED
DIMENSIONS AND TOLERANCES
ARE IN ACCORDANCE WITH
ARINC 404 3/8 SHORT ATR.
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