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EasySense DA

DA9290 034 163Made in Poland

Uin: 12-22Vdc
 t  : +55°Cc 
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SNS212 MC
Class 2

YYWWXXX
Only Class 2 input (SR)

FCC ID:2AF2N-SSM2
IC:20659-SSM2

E335380

7.50 mm
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ENERGY MGMT EQPT

 2D
barcode

label A

label B

Specification (label A):
Method:                                         Laser marking, direct on housing.
Dimensions of laser marking:        44x8mm.
Font:                                              Centrale Sans.
Marking height:                              5mm min.
Print Quality:                                  Water and petrol resistant (acc.IEC61347-1 clause 7.2)
YYWWXXX:                                   To be replaced by two-digit year (YY), two-digit week (WW)
                                                       and two- or three-digit manufacturer code (XXX)
2D Barcode:                                   Production SFC code

   
    

   Specification (label B): 
   Method:                                    Laser marking, direct on housing.
   Dimensions of laser marking:   30x6mm
   Fonts:                                       Centrale Sans 
   Printing Quality:                        Water and petrol resistant (IEC61347-1, clause 7.2) 
       
    
    

6nc: 269340 

9290 034 16313      EasySense SNS212 MC
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EasySense DA

DA9290 034 306Made in Poland

Uin: 12-22Vdc
 t  : +55°Cc 
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SNS212/w IA
Class 2

YYWWXXX
Only Class 2 input (SR)

FCC ID:2AF2N-SSM2
IC:20659-SSM2

E335380

7.50 mm
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 2D
barcode

label A

label B

Specification (label A):
Method:                                         Laser marking, direct on housing.
Dimensions of laser marking:        44x8mm.
Font:                                              Centrale Sans.
Marking height:                              5mm min.
Print Quality:                                  Water and petrol resistant (acc.IEC61347-1 clause 7.2)
YYWWXXX:                                   To be replaced by two-digit year (YY), two-digit week (WW)
                                                       and two- or three-digit manufacturer code (XXX)
2D Barcode:                                   Production SFC code

   
    

   Specification (label B): 
   Method:                                    Laser marking, direct on housing.
   Dimensions of laser marking:   30x6mm
   Fonts:                                       Centrale Sans 
   Printing Quality:                        Water and petrol resistant (IEC61347-1, clause 7.2) 
       
    
    

6nc: xxxxxx 

9290 034 30613      EasySense SNS212/w IA
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44.0 mm

EasySense DA

DA9290 034 307Made in Poland

Uin: 12-22Vdc
 t  : +55°Cc 

30.00 mm
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SNS212/b IA
Class 2

YYWWXXX
Only Class 2 input (SR)

FCC ID:2AF2N-SSM2
IC:20659-SSM2

E335380
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 2D
barcode

label A

label B

Specification (label A):
Method:                                         Laser marking, direct on housing.
Dimensions of laser marking:        44x8mm.
Font:                                              Centrale Sans.
Marking height:                              5mm min.
Print Quality:                                  Water and petrol resistant (acc.IEC61347-1 clause 7.2)
YYWWXXX:                                   To be replaced by two-digit year (YY), two-digit week (WW)
                                                       and two- or three-digit manufacturer code (XXX)
2D Barcode:                                   Production SFC code

   
    

   Specification (label B): 
   Method:                                    Laser marking, direct on housing.
   Dimensions of laser marking:   30x6mm
   Fonts:                                       Centrale Sans 
   Printing Quality:                        Water and petrol resistant (IEC61347-1, clause 7.2) 
       
    
    

6nc: xxxxxx 

9290 034 30713      EasySense SNS212/b IA
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