
 

 

2.4G Combo 

USER MANUAL 

ST-OPM323 

 

Read all instructions before use the product and keep this manual for future references 

How to connect it to computer 

1. Remove the battery cover of the keyboard and install it with 1 pc AAA battery. Put back the 

cover. 

2. Remove the battery cover of the mouse and install it with 1 pc AA battery. Put back the cover. 

3. Take out the Nano receiver from the mouse and plug it onto the USB port of the computer.  

4. The computer will then connect automatically.   

 

 

Product Description: 

Wireless stylish office keyboard and 4D mouse combo 

 

Keyboard:  

Dimension :495±1(L)* 145±2(W)* 40±2(H)MM 

Net weight: 458g 

105 keys; 

Layout: Standard Spanish layout 

https://manuals.plus/m/5b18b2f069bf47976d597febb192141db50273b76ff03b2d14bbd2bb1ce6ba81


Including 1.5V AAA battery 

Voltage: 5V 10mA 

Black color 

Mouse 

4 buttons: left, right, scroll, DPI 

Dimension:70*45*11.5mm 

Net weight: 63g 

Black color 

DPI: 800/1200/1600 DPI shifting 

Including 1.5V AA battery 

Voltage: 5V 22mA 

With Nano receiver 

Compatible with Windows 98/NT/ME/2000/XP/VISTA/7/8/10 

 

Operating Temperature: 0℃~40℃ 

Storage Temperature: -20°C ~+60°C 

Storage Humidity: 90%RH or less 

 

 

12 hot keys feature: 

FN+F1                   music 

FN+F2                   volume -  

FN+F3                    volume + 

FN+F4                     Mute 

FN+F5                     Previous track 

FN+F6                     Next track 

FN+F7                    Pause/start 

FN+F8                    Stop 

FN+F9                    Home page 

FN+F10                  Email 

FN+F11                  My computer 

FN+F12                  Favorite 

 

 

 



NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, 

pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection 

against harmful interference in a residential installation. This equipment generates, uses and can 

radiate radio frequency energy and, if not installed and used in accordance with the instructions, may 

cause harmful interference to radio communications. However, there is no guarantee that interference 

will not occur in a particular installation. If this equipment does cause harmful interference to radio or 

television reception, which can be determined by turning the equipment off and on, the user is 

encouraged to try to correct the interference by one or more of the following measures: 

 

- Reorient or relocate the receiving antenna. 

- Increase the separation between the equipment and receiver. 

-Connect the equipment into an outlet on a circuit different from that to which the receiver is 

connected. 

-Consult the dealer or an experienced radio/TV technician for help. 

 

Changes or modifications not expressly approved by the party responsible for compliance could void 

the user's authority to operate the equipment. 

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: 

(1) this device may not cause harmful interference, and (2) this device must accept any interference 

received, including interference that may cause undesired operation. 


