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1.MATERIAL:
NO ITEM TYPE SUPPLIERS UL  FILE  NO

1
magnetic 
sheet L

MnZn-Ferrite
∅ 43.5*T0.08(Double 
grooves with holes)

X /

2 wire rod  RxxUEW-FLZ@0.08*105P H E362846

3 glue BE885-9007 BE E468573

4 packaging 
tape

PF* (d)(g)8mm YH E165111

5 tin Sn99.3:Cu0.7 BTL /

6
double 
faced 
adhesive tape

42*7*0.1 DL /
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2.DIMENSION：

infuse：

1.Double-sided tape with hand tear；
2.The coil surface is clean and tidy, does not 
scatter the line, and the gap does not exceed 
1/2 of the line diameter；

3.The coil is centered on the magnetic disc, and 
the wire is wound into the slot；； 
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4.CIRCUIT DIAGRAM

5.WINDING

NO WINDING WIRE TURNS TAPE WINDING CONDITION

N1 S-F 1Ø0.08*105P 0 / CCW

6.CHARACTERISTIC

ITEM MEASURED POINT TECHNICAL DATA TESTING CONDITION & INSTRUMENT

LS S-F  LCR1062 100KHz/1V AT 25℃±26.4uH ±10% ℃
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