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CONFORMS TO UL CAN ICES-003(B)/NMB-003(B)

Cc us

STD. 62368-1 .
CERTIFIED TO CSA FCC ID:Y40-MA52

STD. C22.2 NO.62368-1 IC:11215A-MA52

In Denmark (Danmark): Apparatets stikprop skal tilsluttes en
stikkontakt med jord, som giver forbindelse til stikproppens jord.
In Finland (Suomi): Laite on liitettava suojakoskettimilla
varustettuun pistorasiaan.

In Norway (Norge): Apparatet mé tilkoples jordet stikkontakt

In Sweden (Sverige): Apparaten skall anslutas till jordat uttag.

THIS DEVICE COMPLIES WITH PART 15 OF THE FCC RULES.
OPERATION IS SUBJECT TO THE FOLLOWING TWO CONDITIONS:

(1) THIS DEVICE MAY NOT CAUSE HARMFUL INTERFERENCE, AND

(2) THIS DEVICE MUST ACCEPT ANY INTERFERENCE RECEIVED,
INCLUDING INTERFERENCE THAT MAY CAUSE UNDESIRED OPERATION

FUSE: 220-240V~ T1AL 250V
100-120V~ T2AL 250V
UK | inMusic Europe Limited, GU12 5QE, Hampshire, Great Britain
EU | inMusic GmbH | Hans-Giinther-Sohl-Str. 4a | 47807 Krefeld, Germany
Made in China

AC SELECT: 100-120V~/220-240V~,
50/60Hz 150W






