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1. TECHNICAL INFORMATION 

Note: Provide by applicant. 

1.1 Applicant Information 
Company: GN Netcom Inc 

Address: 77 Northeastern Blvd. Nashua, NH 03062 

 

1.2 Equipment under Test (EUT) Description 
Brand Name: Jabra 

Trade Name: N.A 

Model Name: HSC030W 

Frequency Range: The frequency range used is 2402MHz – 2480MHz (79 channels, at 

intervals of 1MHz); 

The frequency block is 2400MHz to 2483.5MHz. 

Modulation Type: Bluetooth: FHSS (GFSK(1Mbps), ˊ/4-DQPSK(EDR 2Mbps),  

8-DPSK(EDR 3Mbps)) 

Bluetooth Version: 2.1+EDR 

Antenna Type: PCB Anetnna 

Antenna Gain: 1.94dBi 

NOTE: 

The EUT is a Bluetooth Headsets(Mono and Duo), it contains Bluetooth Module operating at 

2.4GHz ISM band; the frequencies allocated for the Bluetooth Module is F(MHz)=2402+1*n 

(0<=n<=78). The lowest, middle, highest channel numbers of the Bluetooth Module used and 

tested in this report are separately 0 (2402MHz), 39 (2441MHz) and 78 (2480MHz). 

For a more detailed description, please refer to Specification or User’s Manual supplied by the 

applicant and/or manufacturer. 

 

1.2.1 Identification of all used EUTs 
The EUT identity consists of numerical and letter characters, the letter character indicates the test 

sample, and the following two numerical characters indicate the software version of the test 

sample. 

 

EUT Identity Hardware Version Software Version 

A01 28-04600 N.A 
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1.3 Test Standards and Results 
The objective of the report is to perform testing according to 47 CFR Part 15 Subpart C (Bluetooth, 

2.4GHz ISM band radiators) for the EUT FCC ID Certification: 

No. Identity Document Title 

1 47 CFR Part 15 

(10-1-13 Edition) 

Radio Frequency Devices 

Test detailed items/section required by FCC rules and results are as below: 

No. Section in CFR 47 Description Test Date Result

1 15.203 Antenna Requirement N.A PASS 

2 15.247(a) Number of Hopping Frequency Dec 01, 2015 PASS 

3 15.247(b) Peak Output Power Dec 01, 2015 PASS 

4 15.247(a) 20dB Bandwidth Dec 01, 2015 PASS 

5 15.247(a) Carrier Frequency Separation Dec 01, 2015 PASS 

6 15.247(a) Time of Occupancy (Dwell 

time) 

Dec 01, 2015 PASS 

7 15.247(d) Conducted Spurious Emission Dec 01, 2015 PASS 

8 15.247(d) Restricted Frequency Bands Dec 02,2015& 

Dec 03, 2015 

PASS 

9 15.207 Conducted Emission Dec 02, 2015 PASS 

10 15.209 

15.247(d) 
Radiated Emission Dec 02, 2015 PASS 

NOTE: The tests were performed according to the method of measurements prescribed in 

DA-00-705, ANSI C63.4-2009 and ANSI C63.10-2009. 

1.3.1 Test Environment Conditions 
During the measurement, the environmental conditions were within the listed ranges: 

Temperature (°C): 15 - 35 

Relative Humidity (%): 30 -60 

Atmospheric Pressure (kPa): 86-106 

 

 

 

 

 

 



 

 

 

 
 

MORLAB GROUP FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,  Tel: 86-755-36698555 Fax: 86-755-36698525 

Block67, BaoAn District, ShenZhen , GuangDong Province, P. R. China Http://www.morlab.com E-mail: service@morlab.cn

 
Page 7 0f 76 

 

UHSRUW Qr.: SZ15110137W03

2. 47 CFR PART 15C REQUIREMENTS 

2.1 Antenna requirement 
2.1.1 Applicable Standard 
According to FCC 15.203, an intentional radiator shall be designed to ensure that no antenna other 

than that furnished by the responsible party shall be used with the device. The use of a 

permanently attached antenna or of an antenna that uses a unique coupling to the intentional 

radiator shall be considered sufficient to comply with the provisions of this section. 

 

2.1.2 Result: Compliant 
The EUT has a permanently and irreplaceable attached antenna. Please refer to the EUT internal 

photos. 

 

2.2 Number of Hopping Frequency 
2.2.1 Requirement 
According to FCC §15.247(a)(1)(iii), frequency hopping systems operating in the 2400MHz to 

2483.5MHz bands shall use at least 15 hopping frequencies. 

 

2.2.2 Test Description 
A. Test Setup: 

 

The Bluetooth Module of the EUT is coupled to the Spectrum Analyzer (SA) and the Bluetooth 

Service Simulator (SS) with Attenuators through the Power Splitter; the RF load attached to the 

EUT antenna terminal is 50Ohm; the path loss as the factor is calibrated to correct the reading. 

During the measurement, the Bluetooth Module of the EUT is activated and controlled by the SS, 

and is set to operate under test mode transmitting 339 bytes DH5 packages at maximum power. 

 

B. Equipments List: 

Please reference ANNEX A(1.4). 
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2.2.3 Test Procedure 
The EUT must have its hopping function enabled. Use the following spectrum analyzer settings:  

Span = the frequency band of operation  

RBW Ó 1% of the span  

VBW Ó RBW  

Sweep = auto  

Detector function = peak  

Trace = max hold  

Allow the trace to stabilize 

 

2.2.4 Test Result 
The Bluetooth Module operates at hopping-on test mode; the frequencies number employed is 

counted to verify the Module’s using the number of hopping frequency. 

A. Test Verdict: 

Test Mode 
Frequency Block 

(MHz) 

Measured Channel 

Numbers 
Min. Limit Refer to Plot Verdict

GFSK 2400 - 2483.5 79 15 Plot A PASS 

ˊ/4-DQPSK 2400 - 2483.5 79 15 Plot B PASS 

8-DPSK 2400 - 2483.5 79 15 Plot C PASS 

B. Test Plots: 
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(Plot A: GFSK) 
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(Plot B: ˊ/4-DQPSK) 
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(Plot C: 8- DPSK) 
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2.3 Peak Output Power 
2.3.1 Requirement 
According to FCC §15.247(b)(1), for frequency hopping systems that operates in the 2400MHz to 

2483.5MHz band employing at least 75 hopping channels, the maximum peak output power of the 

intentional radiator shall not exceed 1Watt. For all other frequency hopping systems in the 

2400MHz to 2483.5MHz band, it is 0.125Watts. 

 

2.3.2 Test Description 

A. Test Setup: 

 

The Bluetooth Module of the EUT is coupled to the Power meter and the Bluetooth Service 

Simulator (SS) with Attenuators through the Power Splitter; the RF load attached to the EUT 

antenna terminal is 50Ohm; the path loss as the factor is calibrated to correct the reading. During 

the measurement, the Bluetooth Module of the EUT is activated and controlled by the SS, and is 

set to operate under test mode transmitting 339 bytes DH5 packages at maximum power. 

B. Equipments List: 

Please reference ANNEX A(1.4). 

 

2.3.3 Test Result 
The Bluetooth Module operates at hopping-off test mode. The lowest, middle and highest channels 

are selected to perform testing to verify the conducted RF output peak power of the module. The 

lowest, middle and highest channel were tested by power meter. 
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2.3.3.1 GFSK Mode 

A. Test Verdict: 

Channel Frequency (MHz) 

Measured Output 

Peak Power 
Limit 

Verdict

dBm W dBm W 

0 2402 7.33 0.00541 

20.97 0.125 

PASS 

39 2441 7.89 0.00615 PASS 

78 2480 8.35 0.00684 PASS 

 

2.3.3.2 ˊ/4-DQPSK Mode 

B. Test Verdict: 

Channel Frequency (MHz) 

Measured Output 

Peak Power 
Limit 

Verdict

dBm W dBm W 

0 2402 5.40 0.00347 

20.97 0.125 

PASS 

39 2441 6.60 0.00457 PASS 

78 2480 7.22 0.00527 PASS 

 

2.3.3.3 8-DPSK Mode 

C. Test Verdict: 

Channel Frequency (MHz) 

Measured Output 

Peak Power 
Limit 

Verdict

dBm W dBm W 

0 2402 5.69 0.00371 

20.97 0.125 

PASS 

39 2441 6.73 0.00471 PASS 

78 2480 7.34 0.00542 PASS 

 

 

 

 

 



 

 

 

 
 

MORLAB GROUP FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,  Tel: 86-755-36698555 Fax: 86-755-36698525 

Block67, BaoAn District, ShenZhen , GuangDong Province, P. R. China Http://www.morlab.com E-mail: service@morlab.cn

 
Page 14 0f 76 

 

UHSRUW Qr.: SZ15110137W03

2.4 20dB Bandwidth 
2.4.1 Definition 
According to FCC §15.247(a)(1), the 20dB bandwidth is known as the 99% emission bandwidth, or 

20dB bandwidth (10*log1% = 20dB) taking the total RF output power. 

2.4.2 Test Description 

A. Test Setup: 

 

The Bluetooth Module of the EUT is coupled to the Spectrum Analyzer (SA) and the Bluetooth 

Service Simulator (SS) with Attenuators through the Power Splitter; the RF load attached to the 

EUT antenna terminal is 50Ohm; the path loss as the factor is calibrated to correct the reading. 

During the measurement, the Bluetooth Module of the EUT is activated and controlled by the SS, 

and is set to operate under test mode transmitting 339 bytes DH5 packages at maximum power. 

B. Equipments List: 

Please reference ANNEX A(1.4). 

 

2.4.3 Test Procedure 
Use the following spectrum analyzer settings:  

Span = approximately 2 to 3 times the 20 dB bandwidth, centered on a hopping channel  

RBW Ó 1% of the 20 dB bandwidth  

VBW Ó RBW  

Sweep = auto  

Detector function = peak  

Trace = max hold 

 

2.4.4 Test Result 
The Bluetooth Module operates at hopping-off test mode. The lowest, middle and highest channels 

are selected to perform testing to record the 20dB bandwidth of the Module. 
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2.4.4.1 GFSK Mode 

A. Test Verdict: 

The maximum 20dB bandwidth measured is 0.9539MHz according to the table below. 

Channel Frequency (MHz) 20dB Bandwidth (MHz) Refer to Plot 

0 2402 0.9453 Plot A 

39 2441 0.9388 Plot B 

78 2480 0.9539 Plot C 

B. Test Plots: 

 

(Plot A: Channel = 2402 @ GFSK) 

 




























































































































