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Wifi  802.11b Body Top Channel 6 
Date: 2015-10-21 
Electronics: DAE4 Sn777 
Medium: Body 2450 MHz 
Medium parameters used (interpolated): f = 2437 �0�+�]���� �1�� � ��2.092 �P�K�R���P���� �0r = 50.948� �� � � !� � �  � �
1000 kg/m3 
Ambient Temperature: 22.9oC          Liquid Temperature: 22.5oC 
Communication System: WLan 2450 Frequency: 2437 MHz Duty Cycle: 1:1 
Probe: EX3DV4 - SN3617 ConvF(7.35, 7.35, 7.35)  
 
Area Scan (121x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 0.166 W/kg 
 
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 7.028 V/m; Power Drift = 0.11 dB 
Peak SAR (extrapolated) = 0.215 W/kg 
SAR(1 g) = 0.118 W/kg; SAR(10 g) = 0.063 W/kg 
Maximum value of SAR (measured) = 0.165 W/kg 

  

 
Fig.I.11 2450 MHz  
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ANNEX J  Accreditation Certificate 

 
 


