
Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/1/22

#01_GSM850_GPRS (2 Tx slots)_Edge 1_0cm_Ch251

Communication System: GSM850; Frequency: 848.8 MHz;Duty Cycle: 1:4.15
Medium: MSL_850_140122 Medium parameters used: f = 849 MHz; σ = 0.992 S/m; εr = 53.224; ρ = 
1000 kg/m3

23.6 22.6

DASY5 Configuration:
- Probe: EX3DV4 - SN3925; ConvF(10.02, 10.02, 10.02); Calibrated: 2013/6/12; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn495; Calibrated: 2013/5/8
- Phantom: ELI v5.0 Left; Type: QDOVA002AA; Serial: TP:1131
- Measurement SW: DASY52, Version 52.8 (6);SEMCAD X Version 14.6.9 (7117) 

Configuration/Ch251/Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.75 W/kg

Configuration/Ch251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 42.216 V/m; Power Drift = -0.18 dB
Peak SAR (extrapolated) = 2.20 W/kg
SAR(1 g) = 1.2 W/kg; SAR(10 g) = 0.657 W/kg
Maximum value of SAR (measured) = 1.60 W/kg

0 dB = 1.60 W/kg = 2.04 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/1/22

#02_GSM1900_GPRS (2 Tx slots)_Bottom Face_0cm_Ch810

Communication System: PCS; Frequency: 1909.8 MHz;Duty Cycle: 1:4.15
Medium: MSL_1900_140122 Medium parameters used: f = 1910 MHz; σ = 1.526 S/m; εr = 53.581; ρ 
= 1000 kg/m3

23.4 22.4

DASY5 Configuration:
- Probe: EX3DV4 - SN3925; ConvF(7.91, 7.91, 7.91); Calibrated: 2013/6/12; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn495; Calibrated: 2013/5/8
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1127
- Measurement SW: DASY52, Version 52.8 (6);SEMCAD X Version 14.6.9 (7117) 

Configuration/Ch810/Area Scan (51x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.78 W/kg

Configuration/Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 28.348 V/m; Power Drift = -0.12 dB
Peak SAR (extrapolated) = 1.92 W/kg
SAR(1 g) = 0.929 W/kg; SAR(10 g) = 0.446 W/kg
Maximum value of SAR (measured) = 1.44 W/kg

0 dB = 1.44 W/kg = 1.58 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/1/22

#03_WCDMA V_RMC 12.2Kbps_Edge 1_0cm_Ch4233

Communication System: WCDMA; Frequency: 846.6 MHz;Duty Cycle: 1:1
Medium: MSL_850_140122 Medium parameters used: f = 847 MHz; σ = 0.99 S/m; εr = 53.252; ρ = 
1000 kg/m3

23.6 22.6

DASY5 Configuration:
- Probe: EX3DV4 - SN3925; ConvF(10.02, 10.02, 10.02); Calibrated: 2013/6/12; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn495; Calibrated: 2013/5/8
- Phantom: ELI v5.0 Left; Type: QDOVA002AA; Serial: TP:1131
- Measurement SW: DASY52, Version 52.8 (6);SEMCAD X Version 14.6.9 (7117) 

Configuration/Ch4233/Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.50 W/kg

Configuration/Ch4233/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 39.579 V/m; Power Drift = -0.14 dB
Peak SAR (extrapolated) = 1.88 W/kg
SAR(1 g) = 1.02 W/kg; SAR(10 g) = 0.558 W/kg
Maximum value of SAR (measured) = 1.42 W/kg

0 dB = 1.42 W/kg = 1.52 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/1/25

#04_WCDMA IV_RMC 12.2Kbps_Edge 1_1.3cm_Ch1312

Communication System: WCDMA; Frequency: 1712.4 MHz;Duty Cycle: 1:1
Medium: MSL_1750_140125 Medium parameters used: f = 1712.4 MHz; σ = 1.489 S/m; εr = 52.463; 
ρ = 1000 kg/m3

23.4 22.4

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(4.91, 4.91, 4.91); Calibrated: 2013/9/24; 
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn778; Calibrated: 2013/8/21
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1127
- Measurement SW: DASY52, Version 52.8 (6);SEMCAD X Version 14.6.9 (7117) 

Configuration/Ch1312/Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.41 W/kg

Configuration/Ch1312/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 30.845 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 1.70 W/kg
SAR(1 g) = 1.1 W/kg; SAR(10 g) = 0.659 W/kg
Maximum value of SAR (measured) = 1.32 W/kg

0 dB = 1.32 W/kg = 1.21 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/1/22

#05_WCDMA II_RMC 12.2Kbps_Bottom Face_0cm_Ch9262

Communication System: WCDMA; Frequency: 1852.4 MHz;Duty Cycle: 1:1
Medium: MSL_1900_140122 Medium parameters used : f = 1852.4 MHz; σ = 1.478 S/m; εr = 53.849; 
ρ = 1000 kg/m3

23.4 22.4

DASY5 Configuration:
- Probe: EX3DV4 - SN3925; ConvF(7.91, 7.91, 7.91); Calibrated: 2013/6/12; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn495; Calibrated: 2013/5/8
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1127
- Measurement SW: DASY52, Version 52.8 (6);SEMCAD X Version 14.6.9 (7117) 

Configuration/Ch9262/Area Scan (51x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.73 W/kg

Configuration/Ch9262/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 26.424 V/m; Power Drift = -0.14 dB
Peak SAR (extrapolated) = 1.88 W/kg
SAR(1 g) = 0.909 W/kg; SAR(10 g) = 0.443 W/kg
Maximum value of SAR (measured) = 1.46 W/kg

0 dB = 1.46 W/kg = 1.64 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/1/22

#06_CDMA BC10_RTAP 153.6Kbps_Edge 1_0cm_Ch476

Communication System: CDMA ; Frequency: 817.9 MHz;Duty Cycle: 1:1
Medium: MSL_850_140122 Medium parameters used : f = 817.9 MHz; σ = 0.96 S/m; εr = 53.594; ρ = 
1000 kg/m3

23.6 22.6

DASY5 Configuration:
- Probe: EX3DV4 - SN3925; ConvF(10.02, 10.02, 10.02); Calibrated: 2013/6/12; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn495; Calibrated: 2013/5/8
- Phantom: ELI v5.0 Left; Type: QDOVA002AA; Serial: TP:1131
- Measurement SW: DASY52, Version 52.8 (6);SEMCAD X Version 14.6.9 (7117) 

Configuration/Ch476/Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.79 W/kg

Configuration/Ch476/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 43.769 V/m; Power Drift = -0.18 dB
Peak SAR (extrapolated) = 2.49 W/kg
SAR(1 g) = 1.21 W/kg; SAR(10 g) = 0.674 W/kg
Maximum value of SAR (measured) = 1.65 W/kg

0 dB = 1.65 W/kg = 2.17 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/1/24

#07_CDMA BC0_RTAP 153.6Kbps_Edge 1_0cm_Ch384

Communication System: CDMA ; Frequency: 836.52 MHz;Duty Cycle: 1:1
Medium: MSL_850_140124 Medium parameters used: f = 837 MHz; σ = 0.965 S/m; εr = 54.504; ρ = 
1000 kg/m3

23.4 22.4

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(6.08, 6.08, 6.08); Calibrated: 2013/9/24; 
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn778; Calibrated: 2013/8/21
- Phantom: ELI v5.0 Left; Type: QDOVA002AA; Serial: TP:1131
- Measurement SW: DASY52, Version 52.8 (6);SEMCAD X Version 14.6.9 (7117) 

Configuration/Ch384/Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.39 W/kg

Configuration/Ch384/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 37.911 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 1.92 W/kg
SAR(1 g) = 1.01 W/kg; SAR(10 g) = 0.544 W/kg
Maximum value of SAR (measured) = 1.31 W/kg

0 dB = 1.31 W/kg = 1.17 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/1/22

#08_CDMA BC1_RTAP 153.6Kbps_Bottom Face_0cm_Ch25

Communication System: CDMA ; Frequency: 1851.25 MHz;Duty Cycle: 1:1
Medium: MSL_1900_140122 Medium parameters used : f = 1851.25 MHz; σ = 1.477 S/m; εr = 
53.851; ρ = 1000 kg/m3

23.4 22.4

DASY5 Configuration:
- Probe: EX3DV4 - SN3925; ConvF(7.91, 7.91, 7.91); Calibrated: 2013/6/12; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn495; Calibrated: 2013/5/8
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1127
- Measurement SW: DASY52, Version 52.8 (6);SEMCAD X Version 14.6.9 (7117) 

Configuration/Ch25/Area Scan (51x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 2.14 W/kg

Configuration/Ch25/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 30.732 V/m; Power Drift = -0.13 dB
Peak SAR (extrapolated) = 2.29 W/kg
SAR(1 g) = 1.11 W/kg; SAR(10 g) = 0.542 W/kg
Maximum value of SAR (measured) = 1.72 W/kg

0 dB = 1.72 W/kg = 2.36 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/1/23

#09_LTE Band 17_10M_QPSK_25RB_12Offset_Edge 1_0cm_Ch23800

Communication System: LTE; Frequency: 711 MHz;Duty Cycle: 1:1
Medium: MSL_750_140123 Medium parameters used: f = 711 MHz; σ = 0.935 S/m; εr = 54.86; ρ = 
1000 kg/m3

23.2 22.2

DASY5 Configuration:
- Probe: EX3DV4 - SN3925; ConvF(10.24, 10.24, 10.24); Calibrated: 2013/6/12; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn495; Calibrated: 2013/5/8
- Phantom: ELI v5.0 Left; Type: QDOVA002AA; Serial: TP:1131
- Measurement SW: DASY52, Version 52.8 (6);SEMCAD X Version 14.6.9 (7117) 

Configuration/Ch23800/Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.900 W/kg

Configuration/Ch23800/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 31.430 V/m; Power Drift = -0.15 dB
Peak SAR (extrapolated) = 1.09 W/kg
SAR(1 g) = 0.647 W/kg; SAR(10 g) = 0.378 W/kg
Maximum value of SAR (measured) = 0.829 W/kg

0 dB = 0.829 W/kg = -0.81 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/1/23

#10_LTE Band 13_10M_QPSK_25RB_24Offset_Edge 1_0cm_Ch23230

Communication System: LTE; Frequency: 782 MHz;Duty Cycle: 1:1
Medium: MSL_750_140123 Medium parameters used: f = 782 MHz; σ = 0.986 S/m; εr = 53.239; ρ = 
1000 kg/m3

23.2 22.2

DASY5 Configuration:
- Probe: EX3DV4 - SN3925; ConvF(10.24, 10.24, 10.24); Calibrated: 2013/6/12; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn495; Calibrated: 2013/5/8
- Phantom: ELI v5.0 Left; Type: QDOVA002AA; Serial: TP:1131
- Measurement SW: DASY52, Version 52.8 (6);SEMCAD X Version 14.6.9 (7117) 

Configuration/Ch23230/Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.43 W/kg

Configuration/Ch23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 38.363 V/m; Power Drift = -0.18 dB
Peak SAR (extrapolated) = 1.78 W/kg
SAR(1 g) = 0.988 W/kg; SAR(10 g) = 0.549 W/kg
Maximum value of SAR (measured) = 1.30 W/kg

0 dB = 1.30 W/kg = 1.14 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/1/23

#11_LTE Band 5_10M_QPSK_25RB_0Offset_Edge 1_0cm_Ch20600

Communication System: LTE; Frequency: 844 MHz;Duty Cycle: 1:1
Medium: MSL_850_140123 Medium parameters used: f = 844 MHz; σ = 0.972 S/m; εr = 54.407; ρ = 
1000 kg/m3

23.2 22.2

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(6.08, 6.08, 6.08); Calibrated: 2013/9/24; 
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn778; Calibrated: 2013/8/21
- Phantom: ELI v5.0 Left; Type: QDOVA002AA; Serial: TP:1131
- Measurement SW: DASY52, Version 52.8 (6);SEMCAD X Version 14.6.9 (7117) 

Configuration/Ch20600/Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.39 W/kg

Configuration/Ch20600/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 45.144 V/m; Power Drift = 0.00 dB
Peak SAR (extrapolated) = 2.46 W/kg
SAR(1 g) = 1.1 W/kg; SAR(10 g) = 0.577 W/kg
Maximum value of SAR (measured) = 1.63 W/kg

0 dB = 1.63 W/kg = 2.12 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/1/25

#12_LTE Band 4_20M_QPSK_1RB_0Offset_Bottom Face_1.3cm_Ch20050

Communication System: LTE; Frequency: 1720 MHz;Duty Cycle: 1:1
Medium: MSL_1750_140125 Medium parameters used: f = 1720 MHz; σ = 1.497 S/m; εr = 52.428; ρ 
= 1000 kg/m3

23.4 22.4

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(4.91, 4.91, 4.91); Calibrated: 2013/9/24; 
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn778; Calibrated: 2013/8/21
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1127
- Measurement SW: DASY52, Version 52.8 (6);SEMCAD X Version 14.6.9 (7117) 

Configuration/Ch20050/Area Scan (51x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.31 W/kg

Configuration/Ch20050/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 30.644 V/m; Power Drift = -0.14 dB
Peak SAR (extrapolated) = 1.69 W/kg
SAR(1 g) = 1.09 W/kg; SAR(10 g) = 0.636 W/kg
Maximum value of SAR (measured) = 1.32 W/kg

0 dB = 1.32 W/kg = 1.21 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/1/26

#13_LTE Band 2_20M_QPSK_50RB_0Offset_Bottom Face_0cm_Ch18700

Communication System: LTE; Frequency: 1860 MHz;Duty Cycle: 1:1
Medium: MSL_1900_140126 Medium parameters used: f = 1860 MHz; σ = 1.471 S/m; εr = 51.298; ρ 
= 1000 kg/m3

23.7 22.7

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(4.71, 4.71, 4.71); Calibrated: 2013/9/24; 
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn778; Calibrated: 2013/8/21
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1127
- Measurement SW: DASY52, Version 52.8 (6);SEMCAD X Version 14.6.9 (7117) 

Configuration/Ch18700/Area Scan (51x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.39 W/kg

Configuration/Ch18700/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 28.110 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 1.80 W/kg
SAR(1 g) = 0.909 W/kg; SAR(10 g) = 0.446 W/kg
Maximum value of SAR (measured) = 1.11 W/kg

0 dB = 1.11 W/kg = 0.45 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/1/26

#14_LTE Band 25_20M_QPSK_50RB_0Offset_Bottom Face_0cm_Ch26140

Communication System: LTE; Frequency: 1860 MHz;Duty Cycle: 1:1
Medium: MSL_1900_140126 Medium parameters used: f = 1860 MHz; σ = 1.471 S/m; εr = 51.298; ρ 
= 1000 kg/m3

23.7 22.7

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(4.71, 4.71, 4.71); Calibrated: 2013/9/24; 
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn778; Calibrated: 2013/8/21
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1127
- Measurement SW: DASY52, Version 52.8 (6);SEMCAD X Version 14.6.9 (7117) 

Configuration/Ch26140/Area Scan (51x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.36 W/kg

Configuration/Ch26140/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 28.835 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 1.73 W/kg
SAR(1 g) = 0.893 W/kg; SAR(10 g) = 0.445 W/kg
Maximum value of SAR (measured) = 1.07 W/kg

0 dB = 1.07 W/kg = 0.29 dBW/kg
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