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6.5.4.Test Setup 
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6.5.5.Test Result 

Product FastMile 4G Gateway Temperature 25°C 

Test Engineer Larry Yan Relative Humidity 52% 

Test Site SR5 Test Date 2020/03/05 

Test Band Band 25/2 Test Mode  SISO Mode 

Test Result Pass 

 

1.4MHz Channel Bandwidth – 1RB 

Lower Band Edge Lower Extended Band Edge 

  

Upper Band Edge Upper Extended Band Edge 

  

3MHz Channel Bandwidth – 1RB 

Lower Band Edge Lower Extended Band Edge 
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Upper Band Edge Upper Extended Band Edge 
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5MHz Channel Bandwidth – 1RB 

Lower Band Edge Lower Extended Band Edge 

  

Upper Band Edge Upper Extended Band Edge 

  

10MHz Channel Bandwidth – 1RB 

Lower Band Edge Lower Extended Band Edge 

  

Upper Band Edge Upper Extended Band Edge 
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15MHz Channel Bandwidth – 1RB 

Lower Band Edge Lower Extended Band Edge 

  

Upper Band Edge Upper Extended Band Edge 

  

20MHz Channel Bandwidth – 1RB 

Lower Band Edge Lower Extended Band Edge 

  

Upper Band Edge Upper Extended Band Edge 
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1.4MHz Channel Bandwidth – Full RB 

Lower Band Edge Lower Extended Band Edge 

  

Upper Band Edge Upper Extended Band Edge 

  

3MHz Channel Bandwidth – Full RB 

Lower Band Edge Lower Extended Band Edge 

  

Upper Band Edge Upper Extended Band Edge 
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5MHz Channel Bandwidth – Full RB 

Lower Band Edge Lower Extended Band Edge 

  

Upper Band Edge Upper Extended Band Edge 

  

10MHz Channel Bandwidth – Full RB 

Lower Band Edge Lower Extended Band Edge 

  

Upper Band Edge Upper Extended Band Edge 
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15MHz Channel Bandwidth – Full RB 

Lower Band Edge Lower Extended Band Edge 

  

Upper Band Edge Upper Extended Band Edge 

  

20MHz Channel Bandwidth – Full RB 

Lower Band Edge Lower Extended Band Edge 

  

Upper Band Edge Upper Extended Band Edge 

  



                             Report No.: 1911RSU040-U4 

 

128 of 321 

 

Product FastMile 4G Gateway Temperature 25°C 

Test Engineer Larry Yan Relative Humidity 52% 

Test Site SR5 Test Date 2020/03/05 

Test Band Band 2 Test Mode  SISO Mode 

Test Result Pass 

 

1.4MHz Channel Bandwidth – 1RB 

Upper Band Edge Upper Extended Band Edge 

  

3MHz Channel Bandwidth – 1RB 

Upper Band Edge Upper Extended Band Edge 

  

5MHz Channel Bandwidth – 1RB 

Upper Band Edge Upper Extended Band Edge 
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10MHz Channel Bandwidth – 1RB 

Upper Band Edge Upper Extended Band Edge 

  

15MHz Channel Bandwidth – 1RB 

Upper Band Edge Upper Extended Band Edge 

  

20MHz Channel Bandwidth – 1RB 

Upper Band Edge Upper Extended Band Edge 
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1.4MHz Channel Bandwidth – Full RB 

Upper Band Edge Upper Extended Band Edge 

  

3MHz Channel Bandwidth – Full RB 

Upper Band Edge Upper Extended Band Edge 

  

5MHz Channel Bandwidth – Full RB 

Upper Band Edge Upper Extended Band Edge 

  




