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1. GENERAL INFORMATION  

1.1. EUT Description  

Product Name Intel® Dual Band Wireless-AC 8260 

Trade Name Intel 

Model No. 8260NGW 

FCC ID. PD98260NG, PD98260NGU 

Frequency Range 2402 – 2480MHz 

Channel Number 79 

Type of Modulation FHSS: GFSK(1Mbps) /ˊ/4DQPSK(2Mbps) / 8DPSK(3Mbps) 

Antenna Type PIFA Antenna 

Channel Control Auto 

Antenna Gain Refer to the table “Antenna List” 

 

Antenna List 

No. Manufacturer Part No. Antenna Type Peak Gain 

1 SkyCross N/A (Main) 

N/A (Aux) 

PIFA 3.24 dBi for 2.4GHz 

Note: 1. The antenna of EUT is conform to FCC 15.203. 
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Center Frequency of Each Channel:  

Channel Frequency Channel Frequency Channel Frequency Channel Frequency
Channel 00: 2402 MHz Channel 20: 2422 MHz Channel 40: 2442 MHz Channel 60: 2462 MHz
Channel 01: 2403 MHz Channel 21: 2423 MHz Channel 41: 2443 MHz Channel 61: 2463 MHz
Channel 02: 2404 MHz Channel 22: 2424 MHz Channel 42: 2444 MHz Channel 62: 2464 MHz
Channel 03: 2405 MHz Channel 23: 2425 MHz Channel 43: 2445 MHz Channel 63: 2465 MHz
Channel 04: 2406 MHz Channel 24: 2426 MHz Channel 44: 2446 MHz Channel 64: 2466 MHz
Channel 05: 2407 MHz Channel 25: 2427 MHz Channel 45: 2447 MHz Channel 65: 2467 MHz
Channel 06: 2408 MHz Channel 26: 2428 MHz Channel 46: 2448 MHz Channel 66: 2468 MHz
Channel 07: 2409 MHz Channel 27: 2429 MHz Channel 47: 2449 MHz Channel 67: 2469 MHz
Channel 08: 2410 MHz Channel 28: 2430 MHz Channel 48: 2450 MHz Channel 68: 2470 MHz
Channel 09: 2411 MHz Channel 29: 2431 MHz Channel 49: 2451 MHz Channel 69: 2471 MHz
Channel 10: 2412 MHz Channel 30: 2432 MHz Channel 50: 2452 MHz Channel 70: 2472 MHz
Channel 11: 2413 MHz Channel 31: 2433 MHz Channel 51: 2453 MHz Channel 71: 2473 MHz
Channel 12: 2414 MHz Channel 32: 2434 MHz Channel 52: 2454 MHz Channel 72: 2474 MHz
Channel 13: 2415 MHz Channel 33: 2435 MHz Channel 53: 2455 MHz Channel 73: 2475 MHz
Channel 14: 2416 MHz Channel 34: 2436 MHz Channel 54: 2456 MHz Channel 74: 2476 MHz
Channel 15: 2417 MHz Channel 35: 2437 MHz Channel 55: 2457 MHz Channel 75: 2477 MHz
Channel 16: 2418 MHz Channel 36: 2438 MHz Channel 56: 2458 MHz Channel 76: 2478 MHz
Channel 17: 2419 MHz Channel 37: 2439 MHz Channel 57: 2459 MHz Channel 77: 2479 MHz
Channel 18: 2420 MHz Channel 38: 2440 MHz Channel 58: 2460 MHz Channel 78: 2480 MHz
Channel 19: 2421 MHz Channel 39: 2441 MHz Channel 59: 2461 MHz   

 

Note: 

1. The EUT is an Intel® Dual Band Wireless-AC 8260 with a built-in WLAN and Bluetooth transceiver, this 

report for Bluetooth. 

2. These tests were conducted on a sample for the purpose of demonstrating compliance of Bluetooth 

transmitter with Part 15 Subpart C Paragraph 15.247 for spread spectrum devices. 

3. Regarding to the operation frequency, the lowest, middle and highest frequency are selected to perform 

the test. 

 

 

 

 

 

 

Test Mode> Mode 1: Transmit - 1Mbps (GFSK)  

Mode 2: Transmit - 2Mbps (4DQPSK) 

Mode 3: Transmit - 3Mbps (8DPSK) 
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1.3. Tested System Details 

The types for all equipment, plus descriptions of all cables used in the tested system (including 
inserted cards) are: 

 
      Product Manufacturer Model No. Serial No. Power Cord 
1 Notebook PC DELL N/A N/A Non-Shielded, 1.8m 
2 Test Fixture Intel N/A N/A N/A 

 

Signal Cable Type Signal cable Description 
A Test Fixture Cable  Non-Shielded, 1.0m 

 

1.4. Configuration of Tested System 

 

 
 

1.5. EUT Exercise Software 

(1) Setup the EUT and Peripherals as shown on 1.4 

(2) Execute software “DRTU (Ver 1.8.1-01253)” on the Notebook PC. 

(3) Configure the test mode, the test channel, and the data rate. 

(4) Press “OK” to start the continuous Transmit. 

(5) Verify that the EUT works properly. 
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2. Conducted Emission  

2.1. Test Equipment 

 

 Equipment Manufacturer Model No. / Serial No. Last Cal. Remark 

X Test Receiver R & S ESCS 30 / 825442/018 Sep., 2014  

X Artificial Mains Network R & S ENV4200 / 848411/10 Feb., 2015 Peripherals 

X LISN R & S ESH3-Z5 / 825562/002 Feb., 2015 EUT 

 DC LISN Schwarzbeck 8226 / 176 Mar, 2015 EUT 

X Pulse Limiter R & S ESH3-Z2 / 357.8810.52 Feb., 2015  

 No.1 Shielded Room  

Note:  

1. All equipments are calibrated every one year. 

2. The test instruments marked by “X” are used to measure the final test results. 

 

 

2.2. Test Setup 

 

 

 

 

 

 

 

 

 

 

 

40cm 
Test Receiver 

EUT 

LISN 
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12dBɛV
ÄÄÄ 
ÄÄÄ 

Ground Plane
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2.6. Test Result of Conducted Emission 

Product : Intel® Dual Band Wireless-AC 8260  
Test Item : Conducted Emission Test 
Power Line : Line 1 
Test Mode : Mode 3: Transmit - 3Mbps (8DPSK) (2441MHz)  

 

Frequency Correct Reading Measurement Margin Limit 

 Factor Level Level   

MHz dB dBɛV dBɛV dB  dBɛV 

LINE 1      

Quasi-Peak      

0.158 9.668 30.270 39.938 -25.833 65.771 

0.209 9.661 27.480 37.141 -27.173 64.314 

0.548 9.679 32.270 41.949 -14.051 56.000 

2.330 9.783 21.970 31.753 -24.247 56.000 

4.638 9.853 13.630 23.483 -32.517 56.000 

17.853 10.042 11.580 21.622 -38.378 60.000 

      

Average      

0.158 9.668 17.830 27.498 -28.273 55.771 

0.209 9.661 17.760 27.421 -26.893 54.314 

0.548 9.679 30.200 39.879 -6.121 46.000 

2.330 9.783 13.880 23.663 -22.337 46.000 

4.638 9.853 4.990 14.843 -31.157 46.000 

17.853 10.042 3.120 13.162 -36.838 50.000 

 

 

 

Note: 

  1. All Reading Levels are Quasi-Peak and average value. 

 2. "   " means the worst emission level.  

 3. Measurement Level = Reading Level + Correct Factor  
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Product : Intel® Dual Band Wireless-AC 8260  
Test Item : Conducted Emission Test 
Power Line : Line 2 
Test Mode : Mode 3: Transmit - 3Mbps (8DPSK) (2441MHz) 

 

Frequency Correct Reading Measurement Margin Limit 

 Factor Level Level   

MHz dB dBɛV dBɛV dB  dBɛV 

LINE 2      

Quasi-Peak      

0.150 9.671 36.210 45.881 -20.119 66.000 

0.240 9.663 23.380 33.043 -30.386 63.429 

0.548 9.679 31.360 41.039 -14.961 56.000 

2.396 9.784 21.760 31.544 -24.456 56.000 

4.650 9.853 13.450 23.303 -32.697 56.000 

18.728 10.172 13.110 23.282 -36.718 60.000 

      

Average      

0.150 9.671 22.250 31.921 -24.079 56.000 

0.240 9.663 12.460 22.123 -31.306 53.429 

0.548 9.679 29.200 38.879 -7.121 46.000 

2.396 9.784 13.890 23.674 -22.326 46.000 

4.650 9.853 4.080 13.933 -32.067 46.000 

18.728 10.172 3.570 13.742 -36.258 50.000 

 

 

 

Note: 

  1. All Reading Levels are Quasi-Peak and average value. 

 2. "   " means the worst emission level.  

 3. Measurement Level = Reading Level + Correct Factor  
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3. Peak Power Output 

3.1. Test Equipment 

Equipment Manufacturer Model No./Serial No. Last Cal. 

X Power Meter Anritsu ML2495A/6K00003357 May, 2015 

X Power Sensor Anritsu MA2411B/0738448 Jun, 2014 

Note: 1. All equipments are calibrated every one year. 

 2. The test instruments marked by “X” are used to measure the final test results.  

 

3.2. Test Setup  

 

 

 

 

 

 

 

3.3. Limit  

The maximum peak power shall be less 1Watt. 

 

3.4. Test Procedure 

The EUT was setup to ANSI C63.4, 2009; tested to FHSS test procedure of FCC Public Notice DA 

00-705 for compliance to FCC 47CFR 15.247 requirements. 

 

3.5. Uncertainty 

ð 1.27 dB 

SMA 
Connecter 

EUT Power 

Meter 

RF Cable 
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3.6. Test Result of Peak Power Output 

Product : Intel® Dual Band Wireless-AC 8260 
Test Item : Peak Power Output 
Test Site : No.3 OATS 
Test Mode : Mode 1: Transmit - 1Mbps (GFSK) 

 
 

Channel No. Frequency 

 (MHz) 

Measurement 

(dBm) 

Required Limit 

 

Result 

Channel 00 2402.00 11.47  1 Watt= 30 dBm Pass 

Channel 39 2441.00 11.45  1 Watt= 30 dBm Pass 

Channel 78 2480.00 11.24  1 Watt= 30 dBm Pass 
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Product : Intel® Dual Band Wireless-AC 8260 
Test Item : Peak Power Output 
Test Site : No.3 OATS 
Test Mode : Mode 2: Transmit - 2Mbps (4DQPSK) 

 
 

Channel No. Frequency 

 (MHz) 

Measurement 

(dBm) 

Required Limit 

 

Result 

Channel 00 2402.00 9.43  1 Watt= 30 dBm Pass 

Channel 39 2441.00 9.45  1 Watt= 30 dBm Pass 

Channel 78 2480.00 9.40  1 Watt= 30 dBm Pass 
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Product : Intel® Dual Band Wireless-AC 8260 
Test Item : Peak Power Output 
Test Site : No.3 OATS 
Test Mode : Mode 3: Transmit - 3Mbps (8DPSK) 

 
 

Channel No. Frequency 

(MHz) 

Measurement 

(dBm) 

Required Limit Result 

Channel 00 2402.00 9.34  1 Watt= 30 dBm Pass 

Channel 39 2441.00 9.38  1 Watt= 30 dBm Pass 

Channel 78 2480.00 9.27  1 Watt= 30 dBm Pass 
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4. Radiated Emission 

4.1. Test Equipment 

The following test equipments are used during the radiated emission test: 

Test Site Equipment Manufacturer Model No./Serial No. Last Cal. 

Site # 3 X Magnetic Loop Antenna Teseq HLA6121/ 37133 Sep, 2014 

X Bilog Antenna Schaffner Chase CBL6112B/ 2707 Jun, 2014 

X EMI Test Receiver R&S ESCS 30/838251/ 001 Jun, 2014 

X 
Coaxial Cable  QTK(Arnist) RG 214/ LC003-RG Jun, 2014 

X Coaxial signal switch Arnist MP59B/ 6200798682 Jun, 2014 

 
Test Site Equipment Manufacturer Model No./Serial No. Last Cal. 

CB # 8 X Spectrum Analyzer R&S FSP40/ 100339 Oct, 2014 

X Horn Antenna ETS-Lindgren 3117/ 35205 Mar, 2015 

X Horn Antenna Schwarzbeck  BBHA9170/209 Jan, 2015 

X Horn Antenna TRC AH-0801/95051 Aug, 2014 
X Pre-Amplifier EMCI EMC012630SE/980210 Jan, 2015 
X Pre-Amplifier MITEQ JS41-001040000-58-5P/153945 Jul, 2014 

X Pre-Amplifier NARDA DBL-1840N506/013 Jul, 2014 

Note: 1. All equipments are calibrated with traceable calibrations. Each calibration is traceable to   

         the national or international standards. 
 2. The test instruments marked with “X” are used to measure the final test results.   

 

4.2. Test Setup 

Below 1GHz 

 

EUT

FRP Dome 

Test 
Receiver

The height of board 
band or Dipole 
Antenna was scanned 
from 1M to 4M. 

The distance between 
antenna and turn table 
was 3M regards to the 
standard adopted. 

To Controller

To Receiver
Fully soldered Metal Ground 

Non-Conducted Table 

3m

1m to 4m

80cm
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Above 1GHz 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

4.3. Limits 

ü General Radiated Emission Limits 

Emissions radiated outside of the specified frequency bands, except for harmonics, shall be attenuated 

by at least 20dB below the level of the fundamental or to the general radiated emission limits in 

paragraph 15.209, whichever is the lesser attenuation. 

FCC Part 15 Subpart C Paragraph 15.209 Limits 

Frequency 
MHz uV/m @3m dBɛV/m@3m 

30-88 100 40 

88-216 150 43.5 

216-960 200 46 

Above 960 500 54 

 

 Remarks: 1. RF Voltage (dBɛV) = 20 log RF Voltage (uV) 

 2. In the Above Table, the tighter limit applies at the band edges.  

 3. Distance refers to the distance in meters between the measuring instrument 

antenna and the closed point of any part of the device or system. 

 

EUT 

FRP Dome 

The height of broad band 

or Dipole Antenna was 

scanned from 1M to 4M. 

The distance between 

antenna and turn table 

was 3M regards to the 

standard adopted. 

3m

80cm 

To Receiver Pre- 
Amplifier




























































































































