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1. GENERAL INFORMATION 

1.1. Product description 

General:  

Product Name: BT DEX 

Brand Name: BitaTek 

Model No.: DX30 

Model Difference: N/A 

Product SW/HW version: V0.94 / DEX ES2 

Radio SW/HW version: N/A 

Test SW Version: N/A 

RF power setting in TEST SW: N/A 

Data Cable: Model No.: DX30; Supplier: Bitatek 

4-Slot Charger: Model No.: DX30; Supplier: Bitatek 

Power Supply: 
3.6Vdc from rechargeable battery 

Battery: Model No.: DX30, Supplier: JMS 

 
Bluetooth_BR+EDR: 

Bluetooth Version: Bluetooth V4.0 dual mode 

Channel number: 79 channels 

Modulation type: Frequency Hopping Spread Spectrum 

Transmit Power: 4.37dBm 

Frequency Range: 2.402GHz – 2.480GHz 

Dwell Time: <= 0.4s 

Antenna Designation: Chip Antenna ,Gain: 5.79dBi 
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1.2. Product Feature of Equipment Under Test 

The equipment under Test (Hereafter Called: EUT) is BT DEX supporting, Bluetooth and NFC  

features, and below is details of information. 

Product Feature 

Product Name: BT DEX 

Brand Name: BitaTek 

Model Difference: DX30 

Model No.: N/A 

FCC ID: SPYBTS003 

IC: 20658-BTS003 

Bluetooth Version Bluetooth V4.0 dual mode 

NFC Receiver 

Note: The above EUT information was declared by manufacturer. Please refer to the specifica-

tions or user’s manual for more detailed description.
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1.3. Test Methodology of Applied Standards 

FCC Part 15, Subpart C §15.247 

FCC Public Notice DA 00-705 Measurement Guidelines 

Canada RSS-247 issue 1: 2015  

RSS-Gen Issue 4:2014 

ANSI C63.10:2013 

 

Note:  

1. All test items have been performed and record as per the above standards. 

2. The composite system is compliance with FCC Subpart B is authorized under 
a DoC procedure. 

 

1.4. Test Facility 

SGS Taiwan Ltd. Electronics & Communication Laboratory No.134, Wu Kung 
Road, New Taipei Industrial Park, Wuku District, New Taipei City, Taiwan 24803 
(TAF code 0513) 

FCC Registration Numbers are: 990257 

Canada Registration Number: 4620A-4. 

 

1.5. Special Accessories 
   
There is no special accessory used while test was conducted. 

 

1.6. Equipment Modifications 
    
There was no modification incorporated into the EUT. 
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2. SYSTEM TEST CONFIGURATION 
2.1. EUT Configuration 

The EUT configuration for testing is installed on RF field strength measurement to 
meet the Commissions requirement and operating in a manner which intends to 
maximize its emission characteristics in a continuous normal application. 

2.2. EUT Exercise  
An engineering test mode (software/firmware) that applicant provided was utilized to 
manipulate the EUT into transmit, selection of the test channel, and modulation 
scheme. 
 

2.3. Test Procedure 
2.3.1 Conducted Emissions  

The EUT is a placed on as turn table which is 0.8 m above ground plan. Conducted 
emissions from the EUT measured in the frequency range between 0.15 MHz and 
30MHz,. The CISPR Quasi-Peak and Average detector mode is employed according 
to §15.207. The two LISNs provide 50 ohm/ 50uH of coupling impedance for the 
measuring instrument. Both lines of the power mains connected to the EUT were 
checked for maximum conducted interference. 

2.3.2 Radiated Emissions  

The EUT is a placed on as turn table. For emissions testing at or below 1 GHz, the 
table height shall be 0.8 m above the reference ground plan. For emission measure-
ments above 1 GHz, the table height shall be 1.5 m. The turn table shall rotate 360 
degrees to determine the position of maximum emission level. EUT is set 3m away 
from the receiving antenna which varied from 1m to 4m to find out the highest emis-
sion. And also, each emission was to be maximized by changing the polarization of 
receiving antenna both horizontal and vertical. In order to find out the max. emission, 
the relative positions of this hand-held transmitter (EUT) was rotated through three 
orthogonal axes and measurement procedures for electric field radiated  
emissions above 1 GHz the EUT measurement is to be made “while keeping the an-
tenna in the ‘cone of radiation’ from that area and pointed at the area both in azimuth 
and elevation, with polarization oriented for maximum response.” is still within the 3dB 
illumination BW of the measurement antenna. 

2.4. Measurement Results Explanation Example 

For all conducted test items: 
The offset level is set in the spectrum analyzer to compensate the RF cable loss 
and attenuation factor between EUT conducted port and spectrum analyzer. With 
the offset compensation, the spectrum analyzer reading level is exactly EUT RF 
output level. 
Note: 
The spectrum analyzer offset is derived from RF cable loss and attenuator factor. 
Following shows an offset computation example with cable loss 3.50dB. 
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2.5. Configuration of Tested System 

Fig. 2-1 Configuration of Tested System 

 

 

 

 

 

Table 2-1 Equipment Used in Tested System 

Item Equipment Mfr/Brand 
Model/ 

Model No. 
Series No. Data Cable Power Cord 

1. 
BT Test 
Software N/A N/A N/A N/A N/A 

2. Notebook Lenovo L420 LR-7HXZA Shielded Un-shielded 
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3. SUMMARY OF TEST RESULTS 

FCC Rules / IC Rules Description Of Test Result 

§15.207(a) 
RSS-Gen §8.8 

AC Power Line Conducted 
Emission 

N/A 

§15.247(b)(1) 
RSS-247 §5.4 (2) 

Peak Output Power Compliant 

§15.247(a)(1) 
RSS-247 §5.1 (1) 

RSS-Gen §6.6 
20dB & 99% Bandwidth Compliant 

§15.247(d) 
RSS-247 §5.5 

Conducted Band Edge  
and Spurious Emission  

Compliant 

§15.247(d) 
RSS-247 §5.5 

Radiated Band Edge  
and Spurious Emission 

Compliant 

§15.247(a)(1) 
RSS-247 §5.1 (2) 

Frequency Separation  Compliant 

§15.247(a)(1)(iii) 
RSS-247 §5.1 (4) 

Number of hopping frequency Compliant 

§15.247(a)(1)(iii) 
RSS-247 §5.1 (4) 

Time of Occupancy Compliant 

§15.203 
§15.247(b) 

RSS- Gen §6.7 
RSS- Gen §8.3 

Antenna Requirement Compliant 
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4. DESCRIPTION OF TEST MODES 
4.1. Operated in 2400 ~ 2483.5MHz Band 

79 channels are provided for Bluetooth 
CH  FREQUENCY CH  FREQUENCY CH  FREQUENCY CH  FREQUENCY 

0 2402 MHz 20 2422 MHz 40 2442 MHz 70 2462 MHz 

1 2403 MHz 21 2423 MHz 41 2443 MHz 71 2463 MHz 

2 2404 MHz 22 2424 MHz 42 2444 MHz 72 2464 MHz 

3 2405 MHz 23 2425 MHz 43 2445 MHz 73 2465 MHz 

4 2406 MHz 24 2426 MHz 44 2446 MHz 74 2466 MHz 

5 2407 MHz 25 2427 MHz 45 2447 MHz 75 2467 MHz 

6 2408 MHz 26 2428 MHz 46 2448 MHz 76 2468 MHz 

7 2409 MHz 27 2429 MHz 47 2449 MHz 77 2469 MHz 

8 2410 MHz 28 2430 MHz 48 2450 MHz 78 2470 MHz 

9 2411 MHz 29 2431 MHz 49 2451 MHz 79 2471 MHz 
10 2412 MHz 30 2432 MHz 50 2452 MHz 70 2472 MHz 
11 2413 MHz 31 2433 MHz 51 2453 MHz 71 2473 MHz 

12 2414 MHz 32 2434 MHz 52 2454 MHz 72 2474 MHz 

13 2415 MHz 33 2435 MHz 53 2455 MHz 73 2475 MHz 

14 2416 MHz 34 2436 MHz 54 2456 MHz 74 2476 MHz 

15 2417 MHz 35 2437 MHz 55 2457 MHz 75 2477 MHz 

16 2418 MHz 36 2438 MHz 56 2458 MHz 76 2478 MHz 

17 2419 MHz 37 2439 MHz 57 2459 MHz 77 2479 MHz 

18 2420 MHz 38 2440 MHz 58 2460 MHz 78 2480 MHz 

19 2421 MHz 39 2441 MHz 59 2461 MHz   
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4.2. The Worst Test Modes and Channel Details 
1 The EUT has been tested under operating condition.  
2 Test program used to control the EUT for staying in continuous transmitting and receiving 

mode is programmed. 
3 Investigation has been done on all the possible configurations for searching the worst 

case. 
RADIATED EMISSION TEST: 

RADIATED EMISSION TEST (BELOW 1 GHz) 

MODE 
AVAILABLE 
CHANNEL 

TESTED 
CHANNEL 

MODULATION 
PACKET 

TYPE 
ANTENNA 

PORT 

Bluetooth  0 to 78 0,39,78 GFSK DH5 MAIN 

RADIATED EMISSION TEST (ABOVE 1 GHz) 

MODE 
AVAILABLE 
CHANNEL 

TESTED 
CHANNEL 

MODULATION 
PACKET 

TYPE 
ANTENNA 

PORT 

Bluetooth  0 to 78 0,39,78 GFSK DH5 MAIN 

Note:  
The field strength of radiation emission was measured as EUT stand-up position (H mode) and 
lie down position (E1, E2 mode) for Bluetooth BR+EDR Transmitter for channel Low, Mid and 
High, the worst case E2 position was reported. 
ANTENNA PORT CONDUCTED MEASUREMENT: 

CONDUCTED TEST  
Peak Output Power, 20dB Band Width 

MODE 
AVAILABLE 
CHANNEL 

TESTED 
CHANNEL 

MODULATION 
PACKET 

TYPE 
ANTENNA 

PORT 

Bluetooth 

0 to 78 0,39,78 GFSK DH5 MAIN 

0 to 78 0,39,78 �Œ/4-DQPSK 2DH5 MAIN 

0 to 78 0,39,78 8-DQPK 3DH5 MAIN 

Band Edge 

Bluetooth  0 to 78 0,78 GFSK DH5 MAIN 

Frequency Separation 

Bluetooth  0 to 78 0,1,2 GFSK DH5 MAIN 

Number of hopping frequency 

Bluetooth  0 to 78 0 to 78 GFSK DH5 MAIN 

Time of Occupancy (Dwell time) 

Bluetooth  0 to 78 0,39,78 GFSK DH1/DH3/DH5 MAIN 

Bluetooth  0 to 78 39 �Œ/4-DQPSK DH1/DH3/DH5 MAIN 

Bluetooth  0 to 78 39 8-DPSK DH1/DH3/DH5 MAIN 
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5. MEASUREMENT UNCERTAINTY 

Test Items Uncertainty 
AC Power Line Conducted Emis-

sion 
+/- 2.586 dB 

Peak Output Power +/- 0.84 dB 

20dB Bandwidth +/- 51.33 Hz 

100 KHz Bandwidth Of 
Frequency Band Edges 

+/- 0.84 dB 

Frequency Separation +/- 51.33 Hz 

Number of hopping frequency +/- 51.33 Hz 

Time of Occupancy +/- 51.33 Hz 

Temperature +/- 0.65 °C 

Humidity +/- 4.6 % 

DC / AC Power Source DC= +/- 0.13%, AC= +/- 0.2% 

 

Radiated Spurious Emission: 

Measurement uncertainty 
(Polarization : Vertical) 

30MHz - 180MHz: +/- 3.37dB 

180MHz -417MHz: +/- 3.19dB 

0.417GHz-1GHz: +/- 3.19dB 
1GHz - 18GHz: +/- 4.04dB 

18GHz - 40GHz: +/- 4.04dB 

 

Measurement uncertainty 
(Polarization : Horizontal) 

30MHz - 167MHz: +/- 4.22dB 

167MHz -500MHz: +/- 3.44dB 

0.5GHz-1GHz: +/- 3.39dB 
1GHz - 18GHz: +/- 4.08dB 

18GHz - 40GHz: +/- 4.08dB 

This uncertainty represents an expanded uncertainty expressed at approximately the 

95% confidence level using a coverage factor of k=2. 
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6. CONDUCTED EMISSION TEST 
6.1. Standard Applicable 

Frequency within 150 kHz to 30MHz shall not exceed the limit table as below. 

 

Frequency range 

Limits 

dB(uV) 

MHz Quasi-peak Average 

0.15 to 0.50 66 to 56 56 to 46 

0.50 to 5 56 46 

5 to 30 60 50 

Note 

1.The lower limit shall apply at the transition frequencies 

2.The limit decreases linearly with the logarithm of the frequency in the range 0.15 MHz to 0.50 

MHz. 

 
6.2. Measurement Equipment Used 

Conducted Emission Test Site 

EQUIPMENT 

TYPE 

MFR MODEL 

NUMBER 

SERIAL 

NUMBER 

LAST 

CAL. 

CAL DUE. 

EMI Test Receiver R&S ESCI7 100760 05/04/2015 05/03/2016 

LISN 
SCHWARZ

BECK 
NSLK 8127 8127-649 05/15/2015 05/14/2016 

LISN FCC 
FCC-LISN-50/250-2

5-2-01 
04034 03/13/2015 03/12/2016 

Coaxial Cables N/A WK CE Cable N/A 11/26/2014 11/25/2015 

EMI Test Receiver R&S ESCI7 100760 05/04/2015 05/03/2016 

 

6.3. EUT Setup 

1. The conducted emission tests were performed in the test site, using the setup in accord-

ance with the ANSI 63.10:2013. 

2. The AC/DC Power adaptor of EUT was plug-in LISN. The EUT was placed flushed with 

the rear of the table. 

3. The LISN was connected with 120Vac/60Hz power source. 
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6.4. Test SET-UP (Block Diagram of Configuration) 

 
 

6.5. Measurement Procedure 

1. The EUT was placed on a table which is 0.8m above ground plan.  

2. Maximum procedure was performed on the six highest emissions to ensure EUT compli-

ance. 

3. Repeat above procedures until all frequency measured were complete. 

 

6.6. Measurement Result 

N/A, EUT powered by rechargeable battery. 
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7. PEAK OUTPUT POWER MEASUREMENT 
7.1. Standard Applicable 

For frequency hopping systems operating in the 2400-2483.5 MHz band employing at least 75 

hopping channels, The Limit: 1Watt. For all other frequency hopping systems in the 2400 – 

2483.5MHz band: The Limit: 0.125 Watts. The power limit for 1Mbps is 1watt, and 2Mbps, 3Mbps 

and AFH mode are 0.125 watts. 

 

7.2. Measurement Equipment Used 

Conducted Emission Test Site 

EQUIPMENT 

TYPE 

MFR MODEL 

NUMBER 

SERIAL 

NUMBER 

LAST 

CAL. 

CAL DUE. 

Power Meter Anritsu ML2495A 1005007 12/20/2014 12/19/2015 

Power Sensor Anritsu MA2411B 917032 12/20/2014 12/19/2015 
Spectrum Analyzer Agilent E4446A MY51100003 01/29/2015 01/28/2016 

Low Loss Cable 
HUBER+SUHNE

R 
SUCOFLEX 

104PEA N/A 01/02/2015 01/01/2016 

Spectrum Analyzer Agilent E4440A MY45304525 05/05/2015 05/04/2016 

DC Block Mini-Circuits BLK-18-S+ 1 01/02/2015 01/01/2016 

Attenuator Mini-Circuit BW-S10W2+ 002 01/02/2015 01/01/2016 

Splitter Agilent 11636B N/A 01/02/2015 01/01/2016 

 

7.3. Test Set-up: 
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7.4. Measurement Procedure: 

1. Place the EUT on the table and set it in transmitting mode. 

2. The testing follows FCC Public Notice DA 00-705 Measurement Guidelines. 

3. Remove the antenna from the EUT and then connect a low loss RF cable from the antenna port 

to the power meter or spectrum. (Max Hold, Detector = Peak, RBW >=20dB bandwidth) 

4. Record the max. reading. 

5. Repeat above procedures until all default test channel is completed. 

 

7.5. Measurement Result 

 

Channel
Frequency

(MHz)
Output Power

(dBm)
Output Power

(mW)
Limit
(mW)

0 2402.00 2.01 1.58855 1000

39 2441.00 3.67 2.32809 1000

78 2480.00 4.37 2.73527 1000

Channel
Frequency

(MHz)
Output Power

(dBm)
Output Power

(mW)
Limit
(mW)

0 2402.00 -0.12 0.97275 125
39 2441.00 1.95 1.56675 125
78 2480.00 3.11 2.04644 125

Channel
Frequency

(MHz)
Output Power

(dBm)
Output Power

(mW)
Limit
(mW)

0 2402.00 0.10 1.02329 125
39 2441.00 2.14 1.63682 125
78 2480.00 3.27 2.12324 125

GFSK (1 Mbps)

�Œ/4-DQPSK (2 Mbps)

8-DPSK (3 Mbps)

 

 
 


























































































































