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COMPONENT SPECIFICATION 

 
APPROVED SUPPLIERS 

 Manufacturer Address/Telephone 805-629 Manufacturer’s Part No. 
     
 Mobile Mark Incorporated 3900-B River Road -001 PN10-915RCPI 
  Schiller Park, IL  60176   
   (800) 648-2800   
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
1.0 Scope:  This specification describes the requirements for a 915 MHz, 

circular polarized, directional panel antenna complete with 1 foot 
length of coaxial cable terminated with reverse polarized N style 
coaxial jack. 

 
 
2.0 Quality Assurance:  Intermec Receiving Inspection reserves the right to 

use AQL sampling techniques when inspecting a lot. 
 
 
3.0 Packaging:  All antennas together with mounting hardware will be packaged 

in containers capable of protecting them from damage in common 
carrier shipping and handling. 
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4.0 Markings:  Each container will be labeled or otherwise marked with the 

manufacturer’s name or trademark, and the manufacturer’s part number 
designation.  Major shipping cartons will be marked with the Intermec 
part number. 

Intermec Part Number 805-629-001  Sheet 2 

 
 
5.0 Specifications: 
 
5.1 Frequency: 902 MHz to 928 MHz 
 
5.2 Antenna Gain:  10 dBic 
 
5.3 Bandwidth:  26 MHz 
 
5.4 VSWR:  < 1.5:1 over bandwidth 
 
5.5 Maximum Input Power:  20 Watts 
 
5.6 Front to Back Ratio:  > 20 dB 
 
5.7 -3 dB Beamwidth:  56º 
 
5.8 Polarization:  Right hand circular 
 
5.9 Nominal Impedance:  50 ohms 
 
 
6.0 Mechanical Ratings: 
 
6.1 Antenna Material:  Not specified 
 
6.2 Antenna Type:  Panel 
 
6.3 Radome Material:  Vacuum formed high impact ABS, gray color 
 
6.4 Mounting Means:  Mounts via tilt bracket assembly (1 ea.) and screws (8 

ea.) supplied (positioned in either vertical or horizontal tilt 
orientation) to wall or to 2 inch maximum diameter mast with U-bolts 
(2 ea.), nuts (4 ea.) and lockwashers (4 ea.) supplied, or 
optionally, flush to wall via 4 each 1/4 inch clearance holes (.26 
inch diameter ref.) as shown in Paragraph 7.0. 

 
6.5 Radome Size:  12-/2 inch square by 3-1/2 inch profile (ref.) 
 
6.6 Ambient Operating Temperature:  -20°C to +55°C 
 
6.7 Wind Survival:  Not specified 
 
6.8 Cable:  1 foot of RF-195 coaxial cable (ref.) 
 
6.9 Connector:  Straight pendant reverse polarized N style receptacle (ref.) 
 



 

Intermec Part Number 805-629-001  Sheet 3 

7.0 Outline Drawing (Inch):  Antenna with mounting hardware 
 

 


