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Type-C

Three-color light

light sense +

distance sense

MIC

Front camera

Touch screen

Vent holes
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FCC Statement 
Changes or modifications not expressly approved by the party responsible for 
compliance could void the user's authority to operate the equipment. 
This equipment has been tested and found to comply with the limits for a Class B 
digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to 
provide reasonable protection against harmful interference in a residential 
installation. This equipment generates uses and can radiate radio frequency 
energy and, if not installed and used in accordance with the instructions, may 
cause harmful interference to radio communications. However, there is no 
guarantee that interference will not occur in a particular installation. If this 
equipment does cause harmful interference to radio or television reception, which 
can be determined by turning the equipment off and on, the user is encouraged to 
try to correct the interference by one or more of the following measures: 
-- Reorient or relocate the receiving antenna. 
-- Increase the separation between the equipment and receiver. 
-- Connect the equipment into an outlet on a circuit different from that to which the 
receiver is connected. 
-- Consult the dealer or an experienced radio/TV technician for help 
This device complies with part 15 of the FCC rules. Operation is subject to the 
following two conditions (1)this device may not cause harmful interference, and (2) 
this device must accept any interference received, including interference that may 
cause undesired operation. 
This equipment complies with FCC radiation exposure limits set forth for an 
uncontrolled environment. 

FCC/IC RF Radiation Exposure and SAR Statements
The Smart Phone/WP22 has been tested for body-worn Specific Absorption Rate 
(SAR) compliance. The FCC/IC has established detailed SAR requirements and 
has established that these requirements. RF Exposure Information The radio 
module has been evaluated under FCC Bulletin C95.1 and IEEE 1528 and found 
to be compliant to RF Exposure from radio frequency devices. This model meets 
the applicable government requirements for exposure to radio frequency waves. 
The highest reported SAR level for usage near the body (10mm) is 0.52 W/kg, 
Head SAR 0.583W/Kg,and for the simultaneous transmission is 0.825W/kg.
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Vordere Kamera

Typ-C
MIC

Vordere Kamera

Berührungssensitiver 

Bildschirm

Entlüftungslöcher

Dreifarbiges Licht

Lichtsinn +

Distanz Sinn
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SIM und TF

Kartenschlitz

zwei in eins

benutzer

definierter 

Schlüssel

Rückseite

Hauptkamera

Infrarot

Sensor

Lautsprecher 

Schallloch

NachtsichtBlitz

Fingerabdruck

pluspower

Taste

Lautstärke +

Lautstärke -

Makro
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EN62209-1:2016 ; EN 62209-2:2010 ; EN 62479:2010;

EN 50360:2017:EN 50566:2017;
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