
Note: This equipment has been tested and found to complywith the limits for a Class 
B digital device, pursuant to part 15 of the FCC Rules. These limits are designed to pr
-ovide reasonable protection against harmful interference in a residential installation. 
This equipment generates uses and can radiate radio frequency energy and, if not in
-stalled and used in accordance with the instructions, may cause harmful interference 
to radio communications. However, there is no guarantee that interference will not oc
-cur in a particular installation. If this equipment does cause harmful interference to ra
-dio or television reception, which can be determined by turning the equipment off an
-d on, the user is encouraged to try to correct the interference by one or more of the 
following measures:
-Reorient or relocate the receiving antenna.
-Increase the separation between the equipment and receiver.
-Connect the equipment into an outlet on a circuit different from that to which the re
-ceiver is connected.
-Consult the dealer or an experienced radio/TV technician for help.

RF warning for Portable device:
The device has been evaluated to meet general RF exposure requirement. The device 
can be used in portable exposure condition without restriction.
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DIM 标签/贴纸类 印刷/镭雕类彩盒/吸塑类
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ITEM DESCRIPTION QUANTITYNAME PART NO.

ITEM 

A1 内容变更

A2 内容尺寸变更

      
备注：

1.要求符合铭冠以下三大文件：
a.《键盘类外观检验标准T-WQ-007/鼠标类外观检验标准
  TG-WQ-008/耳机类外观检验标准TG-WQ-005》
b.《键盘&鼠标可靠性试验管理规范TG-WQ-004/耳机
  可靠性试验管理规范TG-WQ-006》  
c.《TG-HSF-300环保要求》
2.产品须符合本公司环保最新Reach和RoHS等。
3.标注：“ * ”为重点检测尺寸，重点在实际试配。
4.背胶粘合性：以实物粘贴，粘贴时用2kg力压紧，常温下
24小时，无翘边，翘角，起泡。
5.剥离强度：粘合性测试后，用1kg力才能撕下来。

成品尺寸：75*110mm

材质：80G书写纸 单色印刷 先左右风琴折，再上下对折

材质厚度：0.1±0.02mm
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https://manuals.plus/m/d26b6cac99111706d21df4ff713de63147e4922abc808c12850a459e7052ecec

