
Date/Time: 10/19/2006 2:10:24 PM

Test Laboratory: Compliance Certification Services 

PCS Band_Edge Position - Primary Portrait 

DUT: DL Note Tablet; Type: Laptop; Serial: N/A 

Communication System: DCS 1900; Frequency: 1880 MHz;Duty Cycle: 1:4 

Medium parameters used: f = 1880 MHz; σ = 1.47 mho/m; εr = 53.6; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(7.6, 7.6, 7.6); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 SN558; Calibrated: 1/20/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 44; Postprocessing SW: SEMCAD, V1.8 Build 171 

GSM GPRS M-ch/Area Scan (6x9x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (measured) = 0.061 mW/g 
 
GSM GPRS M-ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 5.25 V/m; Power Drift = 0.137 dB 
Peak SAR (extrapolated) = 0.088 W/kg 
SAR(1 g) = 0.056 mW/g; SAR(10 g) = 0.029 mW/g 
Maximum value of SAR (measured) = 0.063 mW/g 



Date/Time: 10/19/2006 2:45:50 PM

Test Laboratory: Compliance Certification Services 

PCS Band_Edge Position - Primary Portrait 

DUT: DL Note Tablet; Type: Laptop; Serial: N/A 

Communication System: DCS 1900; Frequency: 1880 MHz;Duty Cycle: 1:4 

Medium parameters used: f = 1880 MHz; σ = 1.47 mho/m; εr = 53.6; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(7.6, 7.6, 7.6); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 SN558; Calibrated: 1/20/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 44; Postprocessing SW: SEMCAD, V1.8 Build 171 

GSM EGPRS M-ch/Area Scan (6x9x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (measured) = 0.030 mW/g 
 
GSM EGPRS M-ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 3.59 V/m; Power Drift = 0.186 dB 
Peak SAR (extrapolated) = 0.040 W/kg 
SAR(1 g) = 0.027 mW/g; SAR(10 g) = 0.014 mW/g 
Maximum value of SAR (measured) = 0.029 mW/g 



Date/Time: 10/7/2006 11:07:44 PM

Test Laboratory: Compliance Certification Services 

Cell Band - LCD Edge Position -Secondary Portrait 

DUT: DL Note Tablet; Type: Laptop; Serial: N/A 

Communication System: DCS 1900; Frequency: 1850.2 MHz;Duty Cycle: 1:4 

Medium parameters used (interpolated): f = 1850.2 MHz; σ = 1.4 mho/m; εr = 53.6; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(7.6, 7.6, 7.6); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 SN558; Calibrated: 1/20/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 44; Postprocessing SW: SEMCAD, V1.8 Build 171 

GSM GPRS L-ch/Area Scan (6x8x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.086 mW/g 
 
GSM GPRS L-ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 4.72 V/m; Power Drift = 0.125 dB 
Peak SAR (extrapolated) = 0.129 W/kg 
SAR(1 g) = 0.073 mW/g; SAR(10 g) = 0.036 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.084 mW/g 



Date/Time: 10/7/2006 10:54:40 PM

Test Laboratory: Compliance Certification Services 

Cell Band - LCD Edge Position -Secondary Portrait

DUT: DL Note Tablet; Type: Laptop; Serial: N/A 

Communication System: DCS 1900; Frequency: 1880 MHz;Duty Cycle: 1:4 

Medium parameters used: f = 1880 MHz; σ = 1.44 mho/m; εr = 53.5; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(7.6, 7.6, 7.6); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 SN558; Calibrated: 1/20/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 44; Postprocessing SW: SEMCAD, V1.8 Build 171 

GSM GPRS M-ch/Area Scan (6x9x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (measured) = 0.111 mW/g 
 
GSM GPRS M-ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 4.46 V/m; Power Drift = -0.190 dB 
Peak SAR (extrapolated) = 0.101 W/kg 
SAR(1 g) = 0.061 mW/g; SAR(10 g) = 0.031 mW/g 
Maximum value of SAR (measured) = 0.068 mW/g 



Date/Time: 10/7/2006 11:19:53 PM

Test Laboratory: Compliance Certification Services 

Cell Band - LCD Edge Position -Secondary Portrait

DUT: DL Note Tablet; Type: Laptop; Serial: N/A 

Communication System: DCS 1900; Frequency: 1909.8 MHz;Duty Cycle: 1:4 

Medium parameters used: f = 1910 MHz; σ = 1.47 mho/m; εr = 53.4; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(7.6, 7.6, 7.6); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 SN558; Calibrated: 1/20/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 44; Postprocessing SW: SEMCAD, V1.8 Build 171 

GSM GPRS H-ch/Area Scan (6x9x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (measured) = 0.220 mW/g 
 
GSM GPRS H-ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 5.09 V/m; Power Drift = 0.178 dB 
Peak SAR (extrapolated) = 0.238 W/kg 
SAR(1 g) = 0.138 mW/g; SAR(10 g) = 0.068 mW/g 
Maximum value of SAR (measured) = 0.154 mW/g 



Date/Time: 10/7/2006 11:33:55 PM

Test Laboratory: Compliance Certification Services 

Cell Band - LCD Edge Position -Secondary Portrait 

DUT: DL Note Tablet; Type: Laptop; Serial: N/A 

Communication System: DCS 1900; Frequency: 1880 MHz;Duty Cycle: 1:4 

Medium parameters used: f = 1880 MHz; σ = 1.44 mho/m; εr = 53.5; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(7.6, 7.6, 7.6); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 SN558; Calibrated: 1/20/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 44; Postprocessing SW: SEMCAD, V1.8 Build 171 

GSM EGPRS M-ch/Area Scan (6x9x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (measured) = 0.032 mW/g 
 
GSM EGPRS M-ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 2.68 V/m; Power Drift = 0.087 dB 
Peak SAR (extrapolated) = 0.055 W/kg 
SAR(1 g) = 0.032 mW/g; SAR(10 g) = 0.016 mW/g 
Maximum value of SAR (measured) = 0.036 mW/g 



Date/Time: 10/8/2006 2:14:06 AM

Test Laboratory: Compliance Certification Services 

PCS Band - Lap Held Position 

DUT: DL Note Tablet; Type: Laptop; Serial: N/A 

Communication System: DCS 1900; Frequency: 1850.2 MHz;Duty Cycle: 1:4 

Medium parameters used (interpolated): f = 1850.2 MHz; σ = 1.4 mho/m; εr = 53.6; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(7.6, 7.6, 7.6); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 SN558; Calibrated: 1/20/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 44; Postprocessing SW: SEMCAD, V1.8 Build 171 

GPRS L-ch/Area Scan (7x9x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.201 mW/g 
 
GPRS L-ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 6.49 V/m; Power Drift = -0.287 dB 
Peak SAR (extrapolated) = 0.270 W/kg 
SAR(1 g) = 0.182 mW/g; SAR(10 g) = 0.111 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.197 mW/g 



Date/Time: 10/8/2006 2:25:51 AM

Test Laboratory: Compliance Certification Services 

PCS Band - Lap Held Position 

DUT: DL Note Tablet; Type: Laptop; Serial: N/A 

Communication System: DCS 1900; Frequency: 1850.2 MHz;Duty Cycle: 1:4 

 
GPRS L-ch/Z Scan (1x1x29): Measurement grid: dx=20mm, dy=20mm, dz=3.5mm 
 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.106 mW/g 



Date/Time: 10/8/2006 12:52:58 AM

Test Laboratory: Compliance Certification Services 

PCS Band - Lap Held Position 

DUT: DL Note Tablet; Type: Laptop; Serial: N/A 

Communication System: DCS 1900; Frequency: 1880 MHz;Duty Cycle: 1:4 

Medium parameters used: f = 1880 MHz; σ = 1.44 mho/m; εr = 53.5; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(7.6, 7.6, 7.6); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 SN558; Calibrated: 1/20/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 44; Postprocessing SW: SEMCAD, V1.8 Build 171 

GPRS M ch/Area Scan (9x12x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (measured) = 0.143 mW/g 
 
GPRS M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 4.82 V/m; Power Drift = -0.224 dB 
Peak SAR (extrapolated) = 0.195 W/kg 
SAR(1 g) = 0.129 mW/g; SAR(10 g) = 0.078 mW/g 
Maximum value of SAR (measured) = 0.141 mW/g 



Date/Time: 10/8/2006 1:58:29 AM

Test Laboratory: Compliance Certification Services 

PCS Band - Lap Held Position 

DUT: DL Note Tablet; Type: Laptop; Serial: N/A 

Communication System: DCS 1900; Frequency: 1909.8 MHz;Duty Cycle: 1:4 

Medium parameters used: f = 1910 MHz; σ = 1.47 mho/m; εr = 53.4; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(7.6, 7.6, 7.6); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 SN558; Calibrated: 1/20/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 44; Postprocessing SW: SEMCAD, V1.8 Build 171 

GPRS H-ch/Area Scan (7x9x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (measured) = 0.178 mW/g 
 
GPRS H-ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 5.23 V/m; Power Drift = -0.083 dB 
Peak SAR (extrapolated) = 0.243 W/kg 
SAR(1 g) = 0.159 mW/g; SAR(10 g) = 0.095 mW/g 
Maximum value of SAR (measured) = 0.176 mW/g 



Date/Time: 10/8/2006 1:25:11 AM

Test Laboratory: Compliance Certification Services 

PCS Band - Lap Held Position 

DUT: DL Note Tablet; Type: Laptop; Serial: N/A 

Communication System: DCS 1900; Frequency: 1880 MHz;Duty Cycle: 1:4 

Medium parameters used: f = 1880 MHz; σ = 1.44 mho/m; εr = 53.5; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(7.6, 7.6, 7.6); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 SN558; Calibrated: 1/20/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 44; Postprocessing SW: SEMCAD, V1.8 Build 171 

EGPRS M ch/Area Scan (8x9x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (measured) = 0.071 mW/g 
 
EGPRS M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 3.25 V/m; Power Drift = -0.237 dB 
Peak SAR (extrapolated) = 0.099 W/kg 
SAR(1 g) = 0.064 mW/g; SAR(10 g) = 0.038 mW/g 
Maximum value of SAR (measured) = 0.070 mW/g 




